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PART H

DIVER'S HANDLING EQUIPMENT

(5HE)

Updated Sep 2008
SAFETY REVIEW ITEMS - DIVER'S HANDLING EQUIPMENT                           

A. DIVERS EQUIPMENT
1. (A1A0) IS THE DIVER'S STAGE IN GOOD MATERIAL CONDITION?              

         REF: PMS MIP 5921/152 

              NAVSEA SS521-AA-MAN 010 APPENDIX C
              VISUAL INSPECTION CHECK LIST

                                                                        C  R  NA

__________________________________________________________________________________

2. (A1C0) IS THE DIVERS HANDELING SYSTEM CURRENTLY CERTIFIED AND IS A PSOB

          MAINTAINED?                 

         REF: NAVSEA SS521-AA-MAN-010 APPENDIX C
         Topside tech notes Volume xviii, Issue 1 5.2    

                                                                        C  R  NA

__________________________________________________________________________________

B. TEST DATA

3. (A1B0) HAS THE DIVER'S STAGE BEEN WEIGHT TESTED? (AFTER INITIAL INSTALLATION,

          UPON COMPLETION OF OVERHAUL, AND NOT TO EXCEED 5 YEARS) 

          STATIC TEST 200% SWL HELD FOR 10 MIN., DYNAMIC LOAD TEST 150% 

          SWL, 3 CYCLES FROM DECK TO WATER'S EDGE)                      

         REF: NAVSEA SS521-AA-MAN-010 APPENDIX C
              PMS 5921/152 

              Topside tech notes Volume xviii, Issue 1 4.1.3

                                                                        C  R  NA

__________________________________________________________________________________

4. (A4A0) DO THE WEIGHT HANDLING EQUIPMENT/POINTS HAVE TEST DATA PLATES,

          AND ARE ALL TESTS CURRENT?                                    

         REF: NAVSHIPS TECH MAN CH 573, PARA 2.4.2.2

                                                                        C  R  NA

__________________________________________________________________________________

5. (A4A1)DOES THE LIFTING LINE HAVE A CERTIFICATE OF BREAKAGE VERITIFIED WITH OQE?

         SYNTHETIC FIBER LINE: IN ACCORDANCE WITH FED-STD-191, ASTM D4268 OR 

         CORDAGE INSTITUTE STANDARD TEST METHOD WIRE ROPE: FED-SPEC RR-W-410D                                                                                             

         WIRE ROPE AND STRAND, OR APPROVED INDUSTRIAL STANDARD.     

         REF: Topside tech notes Volume xviii, Issue 1 5.1.e   

              NAVSEA SS521-AA-MAN 010 APPENDIX C
                                                                        C  R  NA

__________________________________________________________________________________

C. OPERATING INSTRUCTIONS                  

6. (A2A0) ARE OPERATING INSTRUCTIONS POSTED ON OR NEAR THE BOOM 

          CONTROLLER/WINCHES/DAVITS/CAPSTANS/CRANES?                    

         REF: OPNAVINST 5100.19E VOLUME II  C4-5 ITEM X           

                                                                       C  R  NA

__________________________________________________________________________________

7. (A2A1) IS THERE APPROVED OPERATING AND EMERGENCY PROCEDURES FOR THE DIVER’S     

          WEIGHT HANDLING SYSTEM?

         REF: TOP SIDE TECH NOTES VOLUME XVIII, ISSUE 1 5.1.i 

              NAVSEA SS51-AA-MAN 010 APPENDIX C-C-4.1.3
                                                                       C  R  NA

__________________________________________________________________________________

8. (A3A0) ARE SAFETY PRECAUTIONS POSTED ON THE BOOM CONTROLLERS/WINCHES/

          DAVITS/CAPSTANS/CRANES?                                       

         REF: OPNAVINST 5100.19E VOLUME II C4-5           
                                                                        C  R  NA

__________________________________________________________________________________                                                                       

9. (A3A1)  ARE THE DIVERS HANDLING SYSTEM LOGS (OPERATING, MAINTENANCE, AND    

           TRAINING) UPDATED AND REVIEWED ANNUALLY?

          REF: Topside tech notes Volume xviii, Issue 1 5.2.b 

          NAVSEA SS51-AA-MAN 010 C-25
                                                                       C   R  NA

__________________________________________________________________________________

D. WIRE ROPE                               

10. (A5A0) ARE THERE MORE THAN SIX BROKEN WIRES IN ONE ROPE LAY LENGTH OR 3 BROKEN

WIRES IN ONE STRAND LAY LENGTH? ARE THERE ANY BROKEN WIRES WITHIN ONE
ROPE LAY LENGTH OF ANY END FITTING?                       

          REF: PMS MIP H-226               
  OPNAVINST 5100.19E C5-5
              NAVSEA SS51-AA-MAN 010 C-26
              NSTM CH 613 PARA 1.10.3

              Topside tech notes Volume xviii, Issue 1 TABLE 2

                                                                       C   R  NA

__________________________________________________________________________________

11. (A5B0) IS THE WIRE KINKED?                                           

         REF: PMS MIP H-226 

              OPNAVINST 5100.19E
              NAVSEA S0400-AA-SAF-010 PAR 4-4.1.6

              NSTM CH 613 PARA 1.10.2.1                                 

              Topside tech notes Volume xviii, Issue 1 TABLE 2

              NAVSEA SS51-AA-MAN 010 APPENDIX C
                                                                      C  R  NA

__________________________________________________________________________________

12. (A5C0) DOES THE WIRE ROPE SHOW ANY SIGNS OF PITTING DUE TO CORROSION?                              

         REF: PMS MIP H-226 

              OPNAVINST 5100.19E C0505
              NSTM CH 613 PARA 1.10.3                                                 

              NAVSEA SS51-AA-MAN 010 APPENDIX C
                                                                       C  R  NA

__________________________________________________________________________________

E. MISCELLANEOUS                           

13. (A6A0) ARE ALL SHACKLES OF THE SAFETY TYPE?

           (COTTER KEY OR BOLT WITH TWO LOCKING NUTS THROUGH THE PIN NUT) 

           OR ARE THE SCERW PIN SHACKLES SEIZED WITH WIRE ?

         REF: NAVSEA S0400-AA-SAF-010 4.5.3.4

              0910-LP-016-7750 3-6.1 

                                                                        C  R  NA      __________________________________________________________________________________

14. (A6C0) ARE ALL BLOCKS (WOOD, METAL) IN USE IN GOOD REPAIR?

         REF: OPNAVINST 5100.19E CHAPTER C6
         PMS MIP H-217                                                  C  R  NA

__________________________________________________________________________________

15. (A6D0) ARE ALL BLOCKS (WOOD,METAL)IN USE OF CORRECT SIZE FOR THE LINE OR WIRE      

           BEING USED?

         REF: OPNAVINST 5100.19E CHAPTER C6
         PMS MIP H-217

                                                C  R  NA

__________________________________________________________________________________

Divers Handling Equipment

COMMAND NAME: 
LOCATION:     

UIC:          

DATE:         
SURVEYOR(S):  

NO. COMPLETE:       NO. REQ ACTION:       NOT APPLICABLE:      

	Q#
	QUESTION
	RESULT

	1
	5HEA1A0
	C  R  NA

	2
	5HEA1C0
	C  R  NA

	3
	5HEA1BO
	C  R  NA

	4
	5HEA4A0
	C  R  NA

	5
	5HEA4A1
	C  R  NA

	6
	5HEA2A0
	C  R  NA

	7
	5HEA2A1
	C  R  NA

	8
	5HEA3A0
	C  R  NA

	9
	5HEA3A1
	C  R  NA

	10
	5HEA5A0
	C  R  NA

	11
	5HEA5B0
	C  R  NA

	12
	5HEA5C0
	C  R  NA

	13
	5HEA6A0
	C  R  NA

	14
	5HEA6C0
	C  R  NA

	15
	5HEA6D0
	C  R  NA
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