
RECREATIONAL EVALUATION GUIDE

AUTO HOBBY SHOP - Updated 27 Jan 04
	A.  Requirements
1. Qualification Training:

a. Have patrons received training on operating automotive machinery, correct use of equipment guards and personal protective equipment?

Ref:
MCO 5100.30A, Encl (1) para. 1.d.(2)

b. Does the MCCS facility manager determine the 

  user’s knowledge and skill with a test or  

  some other method?

Ref:  MCO 5100.30A, Encl (1) para.2.l

2.
Are hazardous activities (i.e., spray painting, welding, and battery work) conducted in approved areas?

Ref:  29 CFR 1910.107

NFPA STD 88B, 3-4.2.1 and 3-4.3.1

NFPA STD 70, 511-8

3.
Is electrical machinery effectively grounded?


Ref:
NFPA STD 70, 250-45

4.
Are explosion-proof electrical equipment and fixtures used in paint and battery-charging areas?

Ref:
29 CFR 1910.307(b) 

NFPA STD 70, 501-9

5.
Is welding done only by trained personnel?


Ref:
29 CFR 1910.252(a)(2)(xiii)(C)

      ANSI Z49.1-1988 

6.
When fuel tanks are removed from vehicles, are they purged and checked for vapors prior to welding operations?

Ref: 
29 CFR 1910.252(a)(3)

      ANSI Z49.1-1988 

7.
Is there mechanical ventilation that provides a minimum of four air changes per hour for the vehicle maintenance floor area?

Ref: 
NFPA Std 70, 511-3(a)

8.
Have housekeeping procedures been developed and implemented to prevent accumulation of slippery substances such as oil and grease on the floor?

Ref:
NFPA Std 88B, 3-6.3

9.
Are shop floors constructed to slope toward drains equipped with oil separators?


Ref: 
NFPA STD 88B, 2-3.2 and 2-3.3

10.
Is combustible rubbish placed in covered metal receptacles until removed daily to a safe place for disposal?

Ref: 
NFPA STD 88B, 3-6.6

11.
Are metal receptacles with self-closing covers provided for the storage or disposal of oil-soaked waste or cloths?

Ref: 
NFPA STD 88B, 3-6.5

12.
Is protective equipment readily available, serviceable, and its use enforced?


Ref:
29 CFR 1910.132(a)

13.
Is shop machinery adequately guarded?



Ref: 
29 CFR 1910.212(a)

14.
Are grinding wheels appropriately guarded with work rest no more than 1/8 inch from wheel and tongue guard 1/4 inch from wheel?

Ref: 
29 CFR 1910.215 (a)(4) and (b)(9)

15.
Are drill presses equipped with enclosure guards, workable tension wheels and hold-down devices?

Ref: 
29 CFR 1910.213 (l)

16.
Are tools in good condition?


Ref: 
29 CFR 1910.242(a)

17. Portable Automotive Lifting Devices:

a. Is maintenance performed only after the vehicle is supported by approved axle/frame support stands?

Ref:    ANSI/ASME PALD-1993

b. Is the rated load legibly marked on all jacks and service stands?

    Ref:    29 CFR 1910.244 (a)     


c.
Are transmission jacks equipped with a leveling device to prevent the transmission from rolling, leaning, or falling off?


Ref:    ANSI/ASME PALD-1993, 1.1

18.
Lifts:

a.
Are patrons trained in the safe use and operation of all lifts?


    Ref: 
ANSI/ALI B153.1-1990, 7.2.2


b.
Are lifting procedures posted?


    Ref:  ANSI/ALI B153.1-1990, 7.2.1

c.
According to the manufacturer's recommendations has the facility manager established a periodic inspection procedure to ensure safe operation of the lift?    

    Ref: 
ANSI/ALI B153.1-1990, 7.3

19.
When compressed air is used for cleaning, is it reduced to less than 30 p.s.i.?


Ref: 
29 CFR 1910.242(b)

20.
Are air tools that are designed to operate at other than 90 psi conspicuously marked with their rated air pressure? (Exception - All rotary abrasive tools shall be marked with             

their rated air pressure.)

Ref: 
ANSI B186.1-1984, 2.2.2

21.
Are power cables and cords on portable electrical equipment constructed of heavy armored rubber or similar materials?

Ref:
NFPA STD 70, 501-11

22.
Are power cables kept off shop floors so as not to create a tripping hazard?


Ref: 
29 CFR 1910.22(b)

23.
Are suitable measures taken to control asbestos hazards when working on brakes?


Ref: 
29 CFR 1910.1001(f)(3)(i)

24.
Are 125-volt single-phase 15 and 20 ampere receptacles installed in areas for electrical automotive diagnostic equipment, electrical hand tools, and portable lighting devices equipped with ground fault circuit    

interrupters for patron protection?

Ref: 
NFPA Std 70, 511-10

25.
Are all portable lighting equipment exterior surfaces that might come in contact with battery terminals, wiring terminals, or other objects made of nonconductive material or effectively protected with insulation?

Ref: 
NFPA Std 70, 511-3(f)

26.
For Class 1, Division 2 locations, is portable lighting equipment approved as a complete assembly for Class 1, Division 1 locations?

Ref: 
NFPA Std 70, 511-3(f) and 501-9(a) (1)

27.
Spray Painting:

a.
Are patrons advised in writing of hazards associated with spray painting?


b.
Are patrons required to wear appropriately designed and fitted respiratory protection devices and eye protection?

c.
Are patrons instructed in the use of issued respiratory protection devices?


d.
Are patrons monitored closely throughout the spray painting operation?


    Ref:   COMNAVMEDCOM ltr 242/61112002 of

           13 Feb 87

e.
Do safety and health personnel establish local policy to determine if patrons undergo a medical examination prior to spray painting?

    Ref:   NAVENVIRHLTHCEN ltr 6261 Ser 3333/10223

           of 16 Oct 90 

28.
Eye Wash Stations

a.
Are plumbed eye wash stations tested weekly?


b.
Are portable eye wash stations tested per manufacture’s instructions?


c.
Is there documentation for testing of eye wash stations?


d.
Are protective covers/caps in place?



Ref: 
ANSI Z358.1-1990

29.
Dip Tanks:

a. Are dip tanks using combustible liquids equipped with fusible links?


Ref: 
NFPA Std 34, 8-4


b.
Are dip tank covers kept closed when not in operation?



Ref: 
NFPA Std 34, 8-4.3

c. Are no smoking signs conspicuously posted  

   in the vicinity of dip tanks?



Ref: 
NFPA Std 34, 7-8

d. Are tools used for dip cleaning made of non-sparking materials?

    Ref:   NFPA Std 34, 7-5

e. Are dip tank solvents limited to flash points above 100 degrees F?

    Ref:   NFPA Std 34, 7-7

30. Garage Doors:

a. Is there an actuating device that requires continuous pressure by the person operating the door for closing movement and reversing                                 

       means or release mechanism; or is there a      

       means for connection of a reversing edge 

       switch, or equivalent, that will reverse the 

       direction of the door upon striking an 

       object during the closing cycle; or

b. Is there a three-button control station with up, down, stop; open, closed, stop; or the equivalent? 

c. For a three-button control station is there a placard marked in letters ¼ inch high with the word “Warning” and the following statement “DO NOT START DOOR DOWNWARD UNLESS DOORWAY IS CLEAR”?

    Ref:   ANSI/UL 325-1991, 29.1

31. Electrical

a. Are unused openings in boxes, conduit bodies, raceways, cabinets, auxiliary gutters, equipment cases, cutout boxes, housings and fittings properly closed?

    Ref:   NFPA Std 70, 110-12, 370-18, 373-4

          b.
Does each outlet box have a cover,faceplate,
┌─┐ ┌─┐ ┌─┐ ┌─┐



or fixture canopy and are they undamaged?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA Std 70, 370-25


c.
Are circuit breakers legibly marked to 
┌─┐ ┌─┐ ┌─┐ ┌─┐



  indicate their purpose?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA Std 70, 110-22


d.
Are live electrical parts guarded against
┌─┐ ┌─┐ ┌─┐ ┌─┐



accidental contact?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA Std 70, 110-17


e.
Do all 125-volt, 15- and 20-ampere receptacles  installed in bathrooms have GFCI protection for personnel?


Ref:
NFPA Std 70, 210-8 (b)(1)

32.
Means of Egress


a.
Are exits adequately marked by exit signs?
┌─┐ ┌─┐ ┌─┐ ┌─┐






└─┘ └─┘ └─┘ └─┘


Ref:
NFPA LSC 101, 7.10.1.2

            b.
Are exit signs adequately illuminated?




└─┘ └─┘ └─┘ └─┘


Ref:
NFPA LSC 101, 7.10.5.1


c.
Are means of egress illuminated continuously
┌─┐ ┌─┐ ┌─┐ ┌─┐



during the time that the building is being
└─┘ └─┘ └─┘ └─┘



occupied?


Ref:
NFPA LSC 101, 7.8.1.2


d.
Is battery-powered emergency lighting 
┌─┐ ┌─┐ ┌─┐ ┌─┐



installed and operational?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA LSC 101, 7.9.2.4 and 7.9.3


e.
If a flexible cord and plug-connection is used on emergency lighting, is the cord three feet or less in length?


Ref:
NFPA Std 70, 701-11(f)

B.  Recommendations:

1.
Do all 125-volt, single phase, 15- and 20-ampere receptacles which serve counter top surfaces and are installed within 6 feet of a wet bar sink or kitchen sink, have GFCI protection?


Ref:
NFPA Std 70, 210-8 (a)(5)
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