
RECREATIONAL EVALUATION GUIDE

ARTS AND CRAFTS

	A.
Requirements:
1. Kilns:

a. Are personnel trained on equipment        

   operation?


b.
Do personnel demonstrate safe equipment operation?


Ref:
NFPA Std 86, 1-6.1.1

c.
Are instructions provided by manufacturer to


include operation, emergency procedures and


maintenance?  

    Ref:
NFPA Std 86, 1-6.5 

d.
Are furnaces located so that building members will not be adversely affected by temperature?


    Ref:
NFPA Std 86, 2-1.3.1

e.
Are furnaces located to minimize exposure to


people from fire, explosion, and asphyxiation?


    f.
Are exitways not obstructed?


    Ref:  NFPA Std 86, 2-1.4.2

g.
Is ventilation provided for processes that


produce flammable vapors?


    Ref:
NFPA Std 86, 2-1.4.4

h.
Are floors and roofs insulated and ventilated to keep temperatures below 160 degrees Fahrenheit?

    Ref:
NFPA Std 86, 2-1.5

i.
Is an excess temperature limit controller used on any heating unit where it is possible for the controlled temperature to exceed a safe limit?

    Ref:
NFPA Std 86, 4-15.1

j.
Are portable fire extinguishers provided near ovens?


    Ref:
NFPA Std 86, 10-3

2.
Are slip materials made of an asbestos-free


formula?



Ref:
American National Standards Institute

(ANSI) Z356.4-1991

3.
Are ceramics cleaned in the wet state with the


use of water to eliminate dust/silicone


particles?

Ref:
ANSI Z356.4-1991

4.
Are outside mold surfaces cleaned periodically


to prevent rough or slippery surfaces?


Ref:
ANSI Z356.4-1991

5.
Are all floor areas kept clean and free of


debris and slippery substances?


Ref:
29 CFR 1910.22

6.
Are dust levels controlled?


Ref:
ANSI Z356.4-1991

7. 
Are safety warning labels affixed to all arts


and craft materials that present a health


hazard?

Ref:
American Society for Testing and   

      Materials 

(ASTM) D-4236-1994

8.
Electrical

a.
Are unused openings in boxes, conduit bodies, raceways, cabinets, auxiliary gutters, equipment cases, cutout boxes, housings and fittings properly closed?

    Ref:
NFPA Std. 70, 110-12, 370-18, 373-4

b.
Does each outlet box have a cover, faceplate, or fixture canopy and are they undamaged?


    Ref:
NFPA Std. 70, 370-25

c.
Are circuit breakers legibly marked to 


indicate their purpose?


    Ref:
NFPA Std. 70, 110-22

d.
Are live electrical parts guarded against


accidental contact?


    Ref:
NFPA Std. 70, 110-17

e.
Do all 125-volt, 15- and 20-ampere receptacles installed in bathrooms have GFCI protection?
└─┘
└─┘
└─┘
└─┘

    Ref:
NFPA Std. 70, 210-8 (b)(1)

B.  Recommendations:
1.
Do all 125-volt, single phase, 15- and 20-ampere receptacles which serve counter top surfaces and are installed within 6 feet of a wet bar sink or kitchen sink, have GFCI protection?

Ref:
NFPA Std. 70, 210-8 (a)(5)

2.
Are slip containers of more than one gallon


stored no higher than 36 inches above the floor?


Ref:
Accepted Safety Practice

3.
If the slip container is more than ten gallons,


is it dipped or poured by two employees?


Ref:
Accepted Safety Practice

4.
Are molds that weigh more than 10 pounds stored


no higher than head level?


Ref:
Accepted Safety Practice

5.
Are molds stored on secured racks to prevent


tipover?



Ref:
Accepted Safety Practice

6.
Is the mold storage area restricted to employees only?




Ref:
Accepted Safety Practice
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