ADMINISTRATIVE MESSAGE

ROUTINE       

R 161200Z MAR 99  ZYB PSN 838612I28

FM COMMARCORSYSCOM QUANTICO VA//CBG//

TO CMC WASHINGTON DC//POE-20//

CG MCCDC QUANTICO VA//C-442/C-443/C-462//

CMC WASHINGTON DC//A/SD/ASM//

HQ USAF WASHINGTON DC//XOOS//

COMMARCORLOGBASES ALBANY GA//833-2//

COMNAVSAFECEN NORFOLK VA//40/47/471/473//

MARCOREP FT LEE VA//S-1//

CG I MEF//G-3/G-4//

CG II MEF//G-3/G-4//

CG III MEF//G-3/G-4//

FIRST SRI GROUP FWD//G-3/G-4//

SECOND SRIG//S-3/S-4//

HQSVCBN III MEF//S-3/S-4//

FIRST FORECONCO

SECOND FORECONCO

INSP INSTR STF KANEOHE BAY HI

INSP INSTR STF RENO NV

INSP INSTR STF MOBILE AL

FIFTH FORECONCO

SECOND RECONBN

EWTGLANT NORFOLK VA

EWTGPAC SAN DIEGO CA

MARCOREP FT BRAGG NC//S-1//

INFO COMMARCORSYSCOM QUANTICO VA//CBGI//

COMDT QMSCH FT LEE VA//ATSM ABN//

UNCLAS  //N03000//

MSGID/GENADMIN/MARCORSYSCOM/CBGI//

SUBJ/URGENT CHANGE TO TM 09770A-12&P/1A MC-5 RAM AIR PARACHUTE

/SYSTEM//

POC/C. MONNIG/GYSGT/PARACHUTE PROJECT OFF/-/TEL:(703) 784-2775

/TEL:DSN 278-2775/TEL:FAX 278-3473//

RMKS/1.  THIS IS A SAFETY OF USE MESSAGE RELATIVE TO THE PACKING AND

MAINTENANCE OF THE MC-5 RAM AIR PARACHUTE SYSTEM.  THIS IS AN

IMMEDIATE PEN CHANGE TO TM 09770A-12&P/1A DTD 31 JAN 97, RAM AIR

PARACHUTE ASSEMBLY MC-5.

2.  MAKE THE FOLLOWING PEN CHANGES TO TM 09770A-12&P/1.

  A.  CHANGE SIGNATURE PAGE INSIDE FRONT COVER, PG 1/(2 BLANK), FROM

      "DISTRIBUTION: PCN 182 09770 00" CHANGE TO READ

      "DISTRIBUTION: PCN 184 09770 00"

  B.  CHANGE PG 3-10, PARA 3-8 (1.) NOTE - FROM "SUSPENSION LINE STOW

      SHOULD BE NO MORE THAN ONE INCH BEYOND SAFETY STOW LOOP."

      CHANGE TO READ "SUSPENSION LINE STOW SHOULD BE NO MORE THAN ONE

      INCH BEYOND SAFETY STOW LOOP. THE ONE INCH IS MEASURED FROM THE

      INSIDE OF THE SUSPENSION LINE STOW LOOP TO THE SAFETY STOW

      LOOP."

  C.  CHANGE PG 3-31, PARA 3-31 (3.) FROM "STARTING IN THE CENTER,

      CLOSE LOCKING FLAP BY PASSING 1-INCH ELASTIC STOWAGE BANDS

      THROUGH THE INBOARD RIGHT GROMMET AND MAKE FIRST SUSPENSION

      LINE STOW."  CHANGE TO READ "STARTING IN THE CENTER, CLOSE

      LOCKING FLAP BY PASSING 2-INCH ELASTIC STOWAGE BANDS THROUGH

      THE INBOARD RIGHT GROMMET AND MAKE FIRST SUSPENSION LINE STOW."

  D.  CHANGE PG 3-31, PARA 3-31 (3.) NOTE - FROM "SUSPENSION LINE

      STOWS SHOULD BE NO MORE THAN ONE INCH BEYOND THE 2-INCH ELASTIC

      STOWAGE BAND."  CHANGE TO READ "SUSPENSION LINE STOWS SHOULD

      BE NO MORE THAN ONE INCH BEYOND THE 2-INCH ELASTIC STOWAGE

      BAND.  THE ONE INCH IS MEASURED FROM THE INSIDE OF THE

      SUSPENSION LINE STOW LOOP TO THE ELASTIC STOWAGE BAND."

  E.  CHANGE PG 6-15, (1) ITEM NO. 8 COLUMN (5) PART NUMBER

      "811341-2B".  CHANGE TO READ PART NUMBER "811341-2C".

3.  POC AT MARCORSYSCOM IS GYSGT MONNIG DSN 278-2775/COMM (703)

784-2775/FAX (703) 784-3473.  POC AT THE COMNAVSAFECEN IS GYSGT CRADY

DSN 564-3520 EXT 7160/COMM (757) 444-3520 EXT 7160/FAX (757) 444-6044

OR MR. SCHROY DSN 564-3520 EXT 7159.//
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