Look at the ship’s construction drawings to determine the correct size pin. Below are some references from the August 2004 edition of the Naval Safety Center’s “Afloat Shopping Guide,” pages 2-81 and 2-82 (Class 5315), which has all the stock numbers. Supply Department personnel should help ensure that you are buying the correct parts. The Port Engineer can provide ship’s drawings that will assist in identifying ladders and appropriate hardware.  

Stanchion requirements are stated in GSO 612B (General Specifications For Overhaul Of Surface Ships), which says that design, materials, construction, and installation of lifelines, life rails and stanchions shall be in accordance with drawings, NAVSHIPS Nos. 805-1409910, 805-1409911, 805-1409912, 805-1409913, and 805-1409914 or 804-5184155 as specified in ship’s construction drawings.

Note that where existing installations do not conform to hull type 804-5184155, replacement in accordance with 804-5184155 shall be made only where all rails/stanchions on a particular deck level require replacement or modification for other reasons. Drawing 804-5184155 shall not be used for piecemeal replacement, except where ship's construction drawings specify.

Ladder requirements can be found in GSO 622. 

Pin, Toggle, Eye Collar Pin And Toggle
Copper Alloy Shank




Diameter
Length
00-222-2107 

3/8 

2

00-222-2108 

3/8 

3

00-222-2110 

1/2 

2

00-222-2111 

1/2 

3

00-222-2112 

1/2 

4

00-222-2113 

1/2 

5

Copper Toggle. Galvanized Steel Pin
00-221-6333 

1/4


1

00-221-6335

1/4 

2

00-221-6336 

1/4 

3

00-221-6337 

3/8 

1-1/2

00-221-6339 

3/8 

2-1/4

00-221-6340 

3/8 

2-1/2

00-221-6342 

3/8 

3

00-221-6344 

3/8 

3-1/2

00-221-6345 

3/8 

4

00-221-6347 

17/32 

4-17/32

00-221-6350 

1/2 

2

00-221-6352 

1/2 

3

00-221-6353 

1/2 

4

00-221-6354 

1/2 

5

00-221-6357 

5/8 

3

00-221-6360 

5/8 

6

Steel, Composition 304
00-664-0459 

3/8


2.090

00-664-0462 

17/32 

2.531

00-664-0463 

1/2 

4.000

Steel Comp 304, Eye Collar style. Eye inside diameter 0.250 inches nominal. Shank length 2.250 inches nominal, eye stock thickness 0.125 inches nominal, shank diameter 0.375 inches nominal, collar outside diameter 0.625 inches nominal.

00-456-2102

Steel Comp 304, Eye Collar style. Eye inside diameter 0.750 inches nominal. Shank length 4.625 inches nominal, eye stock thickness 0.250 inches nominal, shank diameter 1.125 inches nominal, collar outside diameter 1.750 inches nominal.

01-363-7457

STAPLE, STRAIGHT RECTANGULAR HEAD Steel, Smooth shank. Size, width between prongs, and overall length listed. Heavy Duty.





Size
W

Lg

00-889-2602 
4 

.455 
1/4

00-889-2603 
5 

.455 
5/16

00-889-2604
6 

.455 
3/8

Medium Duty.





Size 
W

Lg

00-889-2601 
4 

.455 
.250

HOG RING HEAD, Steel (non-sterilized), Rectangular, Stock diameter .062. 1/4 inch completely closed staple inside diameter.

00-680-3957

Nickel-Copper Alloy. Straight rectangular stock. Blunt point, Hardened, Fish hook barbs on both points. Size, width between prongs, and overall length listed.





Size 
W 

Lg

00-812-0142 
- 

5/16 
7/16

CLASS 5315

LADDER TREADS

Type I - full tread with end plates (may be installed in all locations outside of machinery spaces where aluminum ladders are being used).


SIZE


NSN

4.0" x 18.0"

2040-01-238-0939

4.0" x 20.0"

238-0938

4.0" x 24.0"

237-4056

6.0" x 18.0"

238-0935

6.0" x 20.0"

238-0934

6.0" x 24.0"

238-0933

9.0" x 20.0"

238-0937

9.0" x 24.0"

237-3208

Type II - cap tread, order 1/2" shorter than width of ladder (may be used over existing steel ladder treads where steel inclined ladders are required).


SIZE


NSN

4.3" x 20.0"

2040-01-249-6318

4.0" x 23.9"

247-9618

6.0" x 17.9"

247-7531

6.0" x 20.0"

237-7089

6.0" x 21.0"

247-1261

9.0" x 19.9"

247-7532

9.0" x 23.0"

247-9616

Steel type I - full tread with end plates


SIZE


NSN

4.0" x 20.0"

2040-00-283-0004

6.0" x 24.0"

269-0854

10.5" x 26.0"

777-4090

GRP Ladder Treads

The following company is a supply source for replacement parts.


Lossett's Inc.


310 Stephens St.


Picayune, MS 39466


Att’n: Noll Barnes, (601) 798-6922

To order, reference NAVSEA DWG #803-5184099.
