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REFERENCES:

(a) NAVAL SHIPS’ TECHNICAL MANUAL CHAPTER 300 ELECTRIC PLANT GENERAL

(b) OPNAVINST 5100.19 series

Supervisor:                 _____________________________________

Equipment Identification:   _____________________________________

Maintenance Man:            _____________________________________

Tool Issue Custodian:       _____________________________________

INITIALS

_______ When using tools with extension cords plug the tool into

        the cord before plugging the cord into the outlet.

_______ Use only equipment authorized for shipboard use.

_______ Never connect more than two 25 foot extension cords 

        together.

_______ Return portable electrical equipment daily unless 

        authorized for overnight use by the electrical officer.

_______ Rope off affected area the tool will be used in and hang 

        danger signs as appropriate.

_______ Use the tool only for the purpose for which it was 

        intended.

_______ Test Electrical / Electronic test equipment on a known 

        live source to verify correct operation.

_______ Brief the maintenance person on safe handling procedures.

_______ Station a supervisor capable of rendering aid in the

        event of an emergency.

_______ Ensure the tool case is grounded to the hull or double 

        insulated. 

_______ Obey all warning signs and equipment labels.

Portable Equipment Checklist (cont’d)

_______ Report worn or malfunctioning tools to the tool issue

        custodian.

_______ Wear electrical grade rubber gloves, and hearing/eye 

        protection where required.

_______ Use only explosion proof equipment in high-risk 

        potentially explosive or flammable atmospheres.

_______ Ensure dead man switches fail-safe when the tool 

        trigger is released.

______________________________________

Known Risks: Electric current rather than voltage determines the intensity of electrical shocks. A very small amount of current passing through a vital organ can cause death. The rescue of an individual in contact with an electric circuit is hazardous and shall only be attempted after the electrical source of power is deenergized. A certified CPR instructor must requalify all electrical and electronic maintenance personnel annually. Never perform maintenance alone

















PORTABLE EQUIPMENT CHECKLIST
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This checklist is provided as a guide and cannot be all-inclusive. Practice risk management. Identify hazards.  Assess hazards. Make risk decisions. Implement controls. Never accept unnecessary risk. Do not take risks whose benefits do not outweigh the possible costs.
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