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 USS (Diesel) Engineering Department Safety & Relief Valve Setting 
 Equipment #1A Main Propulsion Diesel Engine (2331/001) 
 Device Periodicity RPM Range          RPM        Req’d Setting           Actual Setting   Date Set      Due Date 
 Low L/O Alarm 24M-9/17  175 - 290 rpm               200+/-10        23 +/- 1 psig __ psig                             
  24M-9/17  290 - 370 rpm               320+/-20        34 +/- 1 psig __ psig                  
  24M-9/17  370 - 520 rpm               420+/-20        58 +/- 1 psig __ psig             
  
 Stby L/O Pump  
 Auto Start                         24M-9/17  175 - 290 rpm               200+/-10        25 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm               320+/-20        36 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm               420+/-20        60 +/- 1 psig __ psig                 
  
 Low L/O Pressure  
 Shutdown                         24M-9/17  175 - 290 rpm              200+/-10         20 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm              320+/-20         29 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm              420+/-20         50 +/- 1 psig __ psig                
  
 Rocker L/O Pressure 
 Alarm 24M-9/17 NA 200+/-10 5 +/- 1 psig __ psig  
 
 Rocker L/O Pump 
 Auto Start 24M-9/17 NA 200+/-10 10+/-1 psig __psig    
 
 Rocker Low L/O 
 Press Shutdown 24M-9/17 NA 200+/-10 5+/-1 psig __psig    
 
 Overspeed Trip 24M-2R NA NA 572-582 rpm __ rpm  
 
 Remote Shutdown Q-17 NA NA 25+10/-5 sec __ sec  
 
 J/ W High Temp Alarm EOP/CMEA NA NA 190°F +/- 5°F     
    
 S/W Relief Vlv A-11 80 psig 64 psig __psig      
  
 F/O Sply Pump 
 Relief Valve 24M-20 50 psig NA __psig    

 
 L/O Pump Rlf Valve 24M-23 130 psig NA __psig    
 

 Attached Rocker Arm 
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 L/O Pmp Rlf Vlv 36M-6 50-55 psig NA __psig    
 
 Stby Rocker Arm 
 L/O pmp Rlf Vlv 36M-6 40 psig NA __psig   
 
 Rocker Arm L/O  
 Header Rlf Vlv 36M-6 25 psig NA __psig    

Equipment #1B Main Propulsion Diesel Engine (2331/001) 
 Device Periodicity RPM Range          RPM        Req’d Setting           Actual Setting   Date Set      Due Date 
 Low L/O Alarm 24M-9/17  175 - 290 rpm               200+/-10        23 +/- 1 psig __ psig                             
  24M-9/17  290 - 370 rpm               320+/-20        34 +/- 1 psig __ psig                  
  24M-9/17  370 - 520 rpm               420+/-20        58 +/- 1 psig __ psig             
  
 Stby L/O Pump  
 Auto Start                         24M-9/17  175 - 290 rpm               200+/-10        25 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm               320+/-20        36 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm               420+/-20        60 +/- 1 psig __ psig                 
  
 Low L/O Pressure  
 Shutdown                         24M-9/17  175 - 290 rpm              200+/-10         20 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm              320+/-20         29 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm              420+/-20         50 +/- 1 psig __ psig                
  
 Rocker L/O Pressure 
 Alarm 24M-9/17 NA 200+/-10 5 +/- 1 psig __ psig  
 
 Rocker L/O Pump 
 Auto Start 24M-9/17 NA 200+/-10 10+/-1 psig __psig    
 
 Rocker Low L/O 
 Press Shutdown 24M-9/17 NA 200+/-10 5+/-1 psig __psig    
 
 Overspeed Trip 24M-2R NA NA 572-582 rpm __ rpm  
 
 Remote Shutdown Q-17 NA NA 25+10/-5 sec __ sec  
 
 J/ W High Temp Alarm EOP/CMEA NA NA 190°F +/- 5°F      
 
 S/W Relief Vlv A-11 80 psig 64 psig __psig      
  
 F/O Sply Pump 
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 Relief Valve 24M-20 50 psig NA __psig    
 
 L/O Pump Rlf Valve 24M-23 130 psig NA __psig    
 

 Attached Rocker Arm 
 L/O Pmp Rlf Vlv 36M-6 50-55 psig NA __psig    
 
 Stby Rocker Arm 
 L/O pmp Rlf Vlv 36M-6 40 psig NA __psig   
 
 Rocker Arm L/O  
 Header Rlf Vlv 36M-6 25 psig NA __psig     
  

Equipment #2A Main Propulsion Diesel Engine (2331/001) 
 Device Periodicity RPM Range          RPM        Req’d Setting           Actual Setting   Date Set      Due Date 
 Low L/O Alarm 24M-9/17  175 - 290 rpm               200+/-10        23 +/- 1 psig __ psig                             
  24M-9/17  290 - 370 rpm               320+/-20        34 +/- 1 psig __ psig                  
  24M-9/17  370 - 520 rpm               420+/-20        58 +/- 1 psig __ psig             
  
 Stby L/O Pump  
 Auto Start                         24M-9/17  175 - 290 rpm               200+/-10        25 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm               320+/-20        36 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm               420+/-20        60 +/- 1 psig __ psig                 
  
 Low L/O Pressure  
 Shutdown                         24M-9/17  175 - 290 rpm              200+/-10         20 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm              320+/-20         29 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm              420+/-20         50 +/- 1 psig __ psig                
  
 Rocker L/O Pressure 
 Alarm 24M-9/17 NA 200+/-10 5 +/- 1 psig __ psig  
 
 Rocker L/O Pump 
 Auto Start 24M-9/17 NA 200+/-10 10+/-1 psig __psig    
 
 Rocker Low L/O 
 Press Shutdown 24M-9/17 NA 200+/-10 5+/-1 psig __psig    
 
 Overspeed Trip 24M-2R NA NA 572-582 rpm __ rpm  
 
 Remote Shutdown Q-17 NA NA 25+10/-5 sec __ sec  
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 J/ W High Temp Alarm EOP/CMEA NA NA 190°F +/- 5°F     
  
 S/W Relief Vlv A-11 80 psig 64 psig __psig      
  
 F/O Sply Pump 
 Relief Valve 24M-20 50 psig NA __psig    

 
 L/O Pump Rlf Valve 24M-23 130 psig NA __psig    
 

 Attached Rocker Arm 
 L/O Pmp Rlf Vlv 36M-6 50-55 psig NA __psig    
 
 Stby Rocker Arm 
 L/O pmp Rlf Vlv 36M-6 40 psig NA __psig   
 
 Rocker Arm L/O  
 Header Rlf Vlv 36M-6 25 psig NA __psig 
 

Equipment #2B Main Propulsion Diesel Engine (2331/001) 
 Device Periodicity RPM Range          RPM        Req’d Setting           Actual Setting   Date Set      Due Date 
 Low L/O Alarm 24M-9/17  175 - 290 rpm               200+/-10        23 +/- 1 psig __ psig                             
  24M-9/17  290 - 370 rpm               320+/-20        34 +/- 1 psig __ psig                  
  24M-9/17  370 - 520 rpm               420+/-20        58 +/- 1 psig __ psig             
  
 Stby L/O Pump  
 Auto Start                         24M-9/17  175 - 290 rpm               200+/-10        25 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm               320+/-20        36 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm               420+/-20        60 +/- 1 psig __ psig                 
  
  
 
 
 Low L/O Pressure  
 Shutdown                         24M-9/17  175 - 290 rpm              200+/-10         20 +/- 1 psig __ psig                
  24M-9/17  290 - 370 rpm              320+/-20         29 +/- 1 psig __ psig                 
  24M-9/17  370 - 520 rpm              420+/-20         50 +/- 1 psig __ psig                
  
 Rocker L/O Pressure 
 Alarm 24M-9/17 NA 200+/-10 5 +/- 1 psig __ psig  
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 Rocker L/O Pump 
 Auto Start 24M-9/17 NA 200+/-10 10+/-1 psig __psig    
 
 Rocker Low L/O 
 Press Shutdown 24M-9/17 NA 200+/-10 5+/-1 psig __psig    
 
 Overspeed Trip 24M-2R NA NA 572-582 rpm __ rpm  
 
 Remote Shutdown Q-17 NA NA 25+10/-5 sec __ sec  
 
 J/ W High Temp Alarm EOP/CMEA NA NA 190°F +/- 5°F     
 
 S/W Relief Vlv A-11 80 psig 64 psig __psig      
  
 F/O Sply Pump 
 Relief Valve 24M-20 50 psig NA __psig    

 
 L/O Pump Rlf Valve 24M-23 130 psig NA __psig    
 

 Attached Rocker Arm 
 L/O Pmp Rlf Vlv 36M-6 50-55 psig NA __psig    
 
 Stby Rocker Arm 
 L/O pmp Rlf Vlv 36M-6 40 psig NA __psig   
 
 Rocker Arm L/O  
 Header Rlf Vlv 36M-6 25 psig NA __psig      
 

Equipment Reduction Gears (2411/007) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 L/O Alarm EOP/LOSA 17 psig    
 #2 L/O Alarm EOP/LOSA  17 psig    

 #1 L/O Pump Auto  EOP/LOSA   
 Sequencing     25 psig                                
       23 psig                              
        21 psig                                                                           
       19 psig                                                                           
 #2 L/O Pump Auto  EOP/LOSA   
         Sequencing  25 psig            

   23 psig                                                               
    21 psig                                                              
   19 psig                                                                
 L/O Sys Rlf Vlv 60M-1 __ psig      
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Equipment #1 Ship Service Diesel Generator (3112/003, 3421/001, 3202/005, 3421/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 Overspeed Trip A-13R 806-828 RPM     
 Remote Shutdown S-5 Operational/Sat     
 Low L/O Pressure Alarm A-6 16 +/- 1 psig     
 Low L/O Shutdown A-6 13 +/- 1 psig    
 High J/W Temp Alarm A-4 190 +/- 3 psig      

 *Intake Blow-in Damper A-2 -14 in H20 +/- 1     

 Reverse Power Relay A-7 < 10 sec     

 Dead Bus Pick Up A-9 < 20 sec     

 Load Shed LS1 A-8R 1225 Kw      

 Low Shed LS2 A-8R 1275 Kw      

 Low F/O Pressure Local Proc/R-4 10 +/- 1 psig      

 J/W Relief Vlv 36M-1R __ psig      

 F/O Relief Valve 36M-2R __ psig       

 Air Start Relief Valve 36M-3R __ psig      

 L/O Relief Valve 36M-4R __ psig       

* For LSD 41, LSD 44 and above only.  For LSD 42 and LSD 43: -12 +/-1 in H2O      

 
Equipment #2 Ship Service Diesel Generator (3112/003, 3421/001, 3202/005, 3421/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 Overspeed Trip A-13R 806-828 RPM     
 Remote Shutdown S-5 Operational/Sat     
 Low L/O Pressure Alarm A-6 16 +/- 1 psig     
 Low L/O Shutdown A-6 13 +/- 1 psig    
 High J/W Temp Alarm A-4 190 +/- 3 psig      

 *Intake Blow-in Damper A-2 -14 in H20 +/- 1     

 Reverse Power Relay A-7 < 10 sec     

 Dead Bus Pick Up A-9 < 20 sec     
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 Load Shed LS1 A-8R 1225 Kw      

 Low Shed LS2 A-8R 1275 Kw      

 Low F/O Pressure Local Proc/R-4 10 +/- 1 psig      

 J/W Relief Vlv 36M-1R __ psig      

 F/O Relief Valve 36M-2R __ psig       

 Air Start Relief Valve 36M-3R __ psig      

 L/O Relief Valve 36M-4R __ psig       

* For LSD 41, LSD 44 and above only.  For LSD 42 and LSD 43: -12 +/-1 in H2O      
 
Equipment #3 Ship Service Diesel Generator (3112/003, 3421/001, 3202/005, 3421/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 Overspeed Trip A-13R 806-828 RPM     
 Remote Shutdown S-5 Operational/Sat     
 Low L/O Pressure Alarm A-6 16 +/- 1 psig     
 Low L/O Shutdown A-6 13 +/- 1 psig    
 High J/W Temp Alarm A-4 190 +/- 3 psig      

 *Intake Blow-in Damper A-2 -14 in H20 +/- 1     

 Reverse Power Relay A-7 < 10 sec     

 Dead Bus Pick Up A-9 < 20 sec     

 Load Shed LS1 A-8R 1225 Kw      

 Low Shed LS2 A-8R 1275 Kw      

 Low F/O Pressure Local Proc/R-4 10 +/- 1 psig      

 J/W Relief Vlv 36M-1R __ psig      

 F/O Relief Valve 36M-2R __ psig       

 Air Start Relief Valve 36M-3R __ psig      

 L/O Relief Valve 36M-4R __ psig       

* For LSD 41, LSD 44 and above only.  For LSD 42 and LSD 43: -12 +/-1 in H2O      
 
 
 



 

Page 8 of 17 

Equipment #4 Ship Service Diesel Generator (3112/003, 3421/001, 3202/005, 3421/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 Overspeed Trip A-13R 806-828 RPM     
 Remote Shutdown S-5 Operational/Sat     
 Low L/O Pressure Alarm A-6 16 +/- 1 psig     
 Low L/O Shutdown A-6 13 +/- 1 psig    
 High J/W Temp Alarm A-4 190 +/- 3 psig      

 *Intake Blow-in Damper A-2 -14 in H20 +/- 1     

 Reverse Power Relay A-7 < 10 sec     

 Dead Bus Pick Up A-9 < 20 sec     

 Load Shed LS1 A-8R 1225 Kw      

 Low Shed LS2 A-8R 1275 Kw      

 Low F/O Pressure Local Proc/R-4 10 +/- 1 psig      

 J/W Relief Vlv 36M-1R __ psig      

 F/O Relief Valve 36M-2R __ psig       

 Air Start Relief Valve 36M-3R __ psig      

 L/O Relief Valve 36M-4R __ psig       

* For LSD 41, LSD 44 and above only.  For LSD 42 and LSD 43: -12 +/-1 in H2O      
 
Equipment  Quick Closing Valves (#1 MMR) (5000/005) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 1-PDFS-V-1A A-2 0 Leakage/Sat  
 1-PDFS-V-1B A-2 0 Leakage/Sat  

 1-PDFS-V-1C A-2 0 Leakage/Sat  

 1-PDFS-V-1D A-2 0 Leakage/Sat  
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Equipment  Quick Closing Valves (#2 MMR) (5000/005) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 2-PDFS-V-2A A-2 0 Leakage/Sat    
 2-PDFS-V-2B A-2 0 Leakage/Sat   
 2-PDFS-V-2C A-2 0 Leakage/Sat   
 2-PDFS-V-2D A-2 0 Leakage/Sat   
 
Equipment  Quick Closing Valves (#1 AMR) (5000/005) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 DGFS-V-1A A-2 0 Leakage/Sat  

 DGFS-V-1B A-2 0 Leakage/Sat  
 
Equipment  Quick Closing Valves (#2 AMR) (5000/005) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 DGFS-V-1C A-2 0 Leakage/Sat  
 DGFS-V-1D A-2 0 Leakage/Sat  

 

Equipment #1 Auxiliary Boiler (5171/002, 5171/006) 
Device                  Periodicity       Req'd Setting          Reseat Setting      Actual Setting    Reseat     Date Set Due Date 

 High Steam R-10Q 135+/-3 psig    
 Pressure Shutdown 
 Low Atomizing R-17 80+/-5    
 Steam Pressure   
  
 High Water Alarm R-1Q +4 +/- 1/2  
 Low Water Alarm R-1Q -3 +/- 1/2  
 Low Water Cutout R-10Q -4 +/-1/2  
 Flame Failure R-10Q <4 Sec                                                             
  
 #1 Safety  18M-1R 145 +/- 3 psig               136-140 psig   
 #2 Safety 18M-1R 150 +/- 3 psig               141-145 psig  
  
 Low F/O Pressure S-7R 160 psig                       180 +/- 5 psig   
 Cutout 
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 High Control Air R-2 55-60 psig                    65-67 psig         
 Cutout 

  
 Low Control Air  R-2 15-16 psig                    20 +/- 2 psig   
 Cutout 
                 
 Steam Stop Closing A-3 <30 seconds     
  

 F/O Pump Relief Valve 48M-1 300 +/- 25 psig     

 

Equipment #2 Auxiliary Boiler (5171/002, 5171/006) 
Device                  Periodicity       Req'd Setting          Reseat Setting      Actual Setting    Reseat     Date Set Due Date 

 High Steam R-10Q 135+/-3 psig    
 Pressure Shutdown 
 Low Atomizing R-17 80+/-5    
 Steam Pressure   
  
 High Water Alarm R-1Q +4 +/- 1/2  
 Low Water Alarm R-1Q -3 +/- 1/2  
 Low Water Cutout R-10Q -4 +/-1/2  
 Flame Failure R-10Q <4 Sec                                                             
  
 #1 Safety  18M-1R 145 +/- 3 psig               136-140 psig   
 #2 Safety 18M-1R 150 +/- 3 psig               141-145 psig  
  
 Low F/O Pressure S-7R 160 psig                       180 +/- 5 psig   
 Cutout 
  
 High Control Air R-2 55-60 psig                    65-67 psig         
 Cutout 

  
 Low Control Air  R-2 15-16 psig                    20 +/- 2 psig   
 Cutout 
                 
 Steam Stop Closing A-3 <30 seconds     
  
 F/O Pump Relief Valve 48M-1 300 +/- 25 psig     
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Equipment Evaporator (5311/014) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 Evaporator Feed  60M-1 15 psig     
 Heater Relief 
 #2 Evaporator Feed  60M-1 15 psig     
 Heater Relief 

Equipment Feed Tank (5311/014) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 7-69-1-W Relief(#1 MMR) 60M-1 20 psig     
 7-69-3-W Relief(#2 MMR) 60M-1 20 psig     
 7-81-4-W Relief(LCAC) 60M-1 20 psig     

 

Equipment F/M &FLUSHING PUMP (5210/005) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 Discharge Relief 60M-1 200 psig     
 #2 Discharge Relief 60M-1 200 psig  
 #3 Discharge Relief 60M-1 200 psig  
 #4 Discharge Relief 60M-1 200 psig  
 
Equipment AUX S/W SYS  (5240/003) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
                 Relief Valve       60M-1   __  psig     
 
 

Equipment BALLAST SYS (5295/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
                 Acc Relief      36M-1   650+/-10 psig            
           System Relief                36M-2   500 psig            
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Equipment MAIN PROP L/O SYS (2620/007) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 Stby L/O   36M-1 __ psig  
 Pump Relief 
  

Equipment L/O FILL, XFER & PURIFICATION SYS (2640/006) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 Xfer Pump Rlf Vlv 18M-13  41psig     
  
Equipment FO SYS (5410/006, 2331/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 Fuel Oil Transfer  18M-13 120 psig                            
 Pump Relief 
 #1 MMR F/O Tank  36M-1 10 +/-1psig     
 Relief 
 #2 Fuel Oil Transfer  18M-13 120 psig                            
 Pump Relief 
 #2 MMR F/O Tank  36M-1 10 +/-1 psig     
 Relief 
 #1 Fuel Oil Service  24M-20 20 +/- 2 psig     
 Pump Relief 
 #2 Fuel Oil Service  24M-20 20 +/- 2 psig     
 Pump Relief 

 
Equipment Halon System (5553/026) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 # 1 MMR Time Delay 18M-3R 60 seconds +/- 10 seconds     
 # 10 Flammable Liquid  18M-3R 60 seconds +/- 10 seconds     
 Cargo Hold 
 # 2 MMR Time Delay 18M-3R 60 seconds +/- 10 seconds   
 AMR Time Delay 18M-3R 60 seconds +/- 10 seconds   
 EDG # 1 18M-3R 30 seconds +/- 5 seconds   
 EDG # 2 18M-3R 30 seconds +/- 5 seconds   
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 JP-5 Pump Room # 1 18M-3R 30 seconds +/- 5 seconds   
 JP-5 Pump Room # 2 18M-3R 30 seconds +/- 5 seconds   
 LCAC Pump Room 18M-3R 30 seconds +/- 5 seconds   
 SD Storeroom Aviation  18M-3R 30 seconds +/- 5 seconds   
 Flammable Liquids 
 SD Storeroom  18M-3R 30 seconds +/- 5 seconds   
 Flammable Liquids 
 Ships Store Flammable 18M-3R 30 seconds +/- 5 seconds    
 Storeroom 

  
Equipment AFFF System (5551/031) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 AFFF Tank 36M-5R 5-20 %                             
 Concentration Analysis  
                         (Refractometer) 

 #1 AFFF Tank A-7 215 +/-5 psig                              
 Pump Relief Valve 
 
  
 
                        #1 AFFF Tank                   S-2R                        16-20 Reading                                                                                                              
                         Concentration Analysis  
                         (Quantabs) 
 
 

Equipment Air Booster Pump Assembly  (5519/018) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 SCBA Station   36M-1 3300 +/- 100 psig  
 HPFA Relief   
  
 #1 SCBA Station     36M-1  150 +/- 3 psig            
 Drive Air Relief Valve   
                            
 #1 SCBA Station   36M-1 5300 +/- 50 psig   
 Filter Air Relief Valve   
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Equipment Lube Oil Purifier (2640/009) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 Lube Oil Heater  36M-2 41 psig    
 Relief Valve 
 #2 Lube Oil Heater  36M-2 41 psig    
 Relief Valve 
  

Equipment Potable H2O (5331/004) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 Potable Water  60M-1 18 psig     
 Relief 
 #2 Potable Water  60M-1 18 psig     
 Relief 
 
Equipment SHAFT (5210/005) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
 #1 Stern Tube High  Local/EOP(ST) 20 +/- 1 psig  
 Pressure Alarm 

 #1 Stern Tube Low  Local/EOP(ST) 11 +/- 1 psig  
 Pressure Alarm 

 #1 Stern Tube  60M-1 25+/- 1 psig  
 Pressure Relief 

 #2 Stern Tube High  Local/EOP(ST) 20 +/- 1 psig  
 Pressure Alarm 

 #2 Stern Tube Low  Local/EOP(ST) 11 +/- 1 psig  
 Pressure Alarm 

 #2 Stern Tube  60M-1 25+/- 1 psig  
 Pressure Relief 
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Equipment OILY WASTE SYS (5932/006, 5932/018) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
          #1 Transfer Pump Relief  72M-1 20 psig     
 Valve 

 #2 Transfer Pump Relief  72M-1 20 psig     
 Valve 
 #1 OCM Relief Valve  24M-1 __ psig     
 #2 OCM Relief Valve    24M-1             __ psig                                                                        
 
Equipment LPAC (5512/017, 5515/015) 
 Device Periodicity Req'd Setting     Reseat Setting Actual Setting Reseat Date Set Due Date 
  Oil Pressure    A-1 20 psig                      >20 psig      

 Shutdown 
  High Temp A-1 325+/-5 F    

 Shutdown 1st Stg        

  High Temp A-1 400+/-5 F                    NA     
   

  J/W High Temp Alarm A-1 145+/-5 F     

  Unloader A-1 125+/-2 psig               115 psig     
   120+/-2 psig               110 psig     
   115+/-2 psig               105 psig   

  Low Air Pressure A-3 20 +/- 1 psig               29 +/- 1psig   

  LP Air Alarm R-7 100 psig    
  LP Air Isolation R-7 85 psig    
  (Priority Valve) 
  Discharge Relief  24M-1 165 +/- 5 psig                       

 Valve       
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 Equipment HPAC (5511/014, 5515/010) 
 Device Periodicity Req'd Setting    Reseat Setting Actual Setting Reseat Date Set Due Date 
  #1 Low Oil     A-3 35 +/- 2 psig              44 +/-2 psig                        

 Pressure Shutdown 
  #1 Oil Pump Start     A-3 15 sec                        NA                           

 Time Delay 
  HP Air Manifold Relief 36M-2 313 psig                    266 psig      

  Discharge Relief  24M-1 3165 +/- 15 psig    
 Valve 

 

 Equipment Hot Water Heater (5331/004) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
  #1 Heater Relief     60M-1 100 +/- 5 psig    

 Valve 
  #2 Heater Relief     60M-1 100 +/- 5 psig    

 Valve 
 
Equipment STEERING (5611/818) 
  Port Elect Relief Valve R-3                 300 +/- 25 psig                       

 Port Hand Relief Valve     R-3                         400 psig                                                            

 

                      STBD Elect Relief Valve R-3                 300 +/- 25 psig                       
 STBD Hand Relief Valve                                 400  psig                                                          

 
Note: Replenishing pressure relief valve setting is 130+/-10 psi (LSD 36, 37, 40) or 70+/-15 psi (LSD 38, 39) 
 
Equipment COMPT HEATING SYS (5100/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
                     Steam Relief Vlv  24M-7  __ psig        
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Equipment STEAM KETTLES (6520/001) 
 Device Periodicity Req'd Setting Actual Setting Reseat Date Set Due Date 
  #1 EDF Hydrostatic  A-1 60 psig    

 Testing 
  #1 EDF Relief  A-2 55 +/- 5 psig    

 Valve 

  #2 EDF Hydrostatic  A-1 60 psig    
 Testing 

  #2 EDF Relief  A-2 55 +/- 5 psig     
 Valve 

  #1 WR Hydrostatic  A-1 60 psig    
 Testing 

  #1 WR Relief  A-2 55 +/- 5 psig     
 Valve 

  #1 Flag Hydrostatic  A-1 60 psig     
 Testing 

  #1 Flag Relief  A-2 55 +/- 5 psig     
 Valve 

  
Equipment PACKAGE CONVEYOR (5721/015) 
  #1 Conveyor S-2R As per MRC (SOT)    

 #2 Conveyor S-2R As per MRC (SOT)  

 

 Equipment MVHC STATIONS RELIEF VALVES (5000/013) 
  #1 Station   72M-2 700 +/- 50 PSIG    

 #2 Station 72M-2 700 +/- 50 PSIG      
  

Note: MIP 5000/013 for LSD 43, 45, 49-51; MCM 1-2, 4-6, 9-14; MHC 51-53, 55-58, 60-62; PC 2, 4-9, 11-12, 14 only 


