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PART X

MARK 20 MOD 1 UBA

(5AG)

UPDATED Sep 2008
SAFETY REVIEW ITEMS - MARK 20 MOD 1 UBA                                    

A. UNDERWATER BREATHING APPARATUS                

  1. (A1D0) IS THE DIVER HARNESS OF THE APPROVED TYPE, AND IS IT IN GOOD 

            CONDITION?                                                    

      REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

                                                                        C  R  NA

__________________________________________________________________________________

  2.  (A1E0) ARE THE MK 20 MOD 0 COMMUNICATION COMPONENTS CLEAN, DRY, FREE 

             FROM TEARS, CUTS AND BROKEN WIRES ?                            

       REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

                                                                        C  R  NA

__________________________________________________________________________________

  3.  (A1H0) HAS HYGENIC MAINTENANCE BEEN PERFORMED ON THE MK 20 MOD 0?    

       REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

            PMS MIP 5921/172 

                                                                        C  R  NA

__________________________________________________________________________________ 

4. (A1I0) IS THE MK 20 MOD 0 MASK FREE OF ALL LOOSE SCALE, RUST, GRIT, FILINGS,     

           OTHER FOREIGN DIRT, AND DETERIORATION?                                                

       REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

            PMS MIP 5921/172               

                                                                        C  R  NA

__________________________________________________________________________________

  5.   (A1J0) IS THE ORAL-NASAL FREE OF CRACKS OR DETERIORATION?      

         REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

              PMS MIP 5921/172

       



  






C  R  NA

__________________________________________________________________________________

  6.   (A1K0) ARE THE ORAL NASAL CHECK VALVES IN GOOD CONDITION?            

         REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

              PMS MIP 5921/172 

                                                                        C  R  NA

__________________________________________________________________________________

  7.   (A1L0) IS THE HEAD HARNESS IN GOOD CONDITION?                        

         REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS 

                                                                        C  R  NA

__________________________________________________________________________________

  8.   (A1M0) DOES THE SECOND STAGE REGULATOR FUNCTION PROPERLY?            

         REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

              PMS MIP 5921/172 

                                                                        C  R  NA

__________________________________________________________________________________

 9.  (A1O0) ARE BOTH THE TEST KIT AND REQUIRED REPAIR TOOLS I.E. GOLSON GAGE           

              AVAILABLE?             

         REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS

              PMS MIP 5921/172, APPLICABLE MRC'S 

                                                                        C  R  NA

__________________________________________________________________________________

   10.  (A1P0) DOES A SUPERVISORS PRE-DIVE INSPECTION CHECK-OFF SHEET EXIST 

               FOR THE MK20 MOD 0?                                             

         REF: NAVSEA SS600-AK-MMO-010/MK 20 O & M INSTRUCTIONS 

                                                                        C  R  NA

__________________________________________________________________________________

B. HUKA RIG                                

   11.  (A1U0) IS HYGENIC MAINTENANCE BEING PERFORMED ON THE SECOND STAGE 

               REGULATOR ON THE HUKA RIG?                                    

         REF: PMS 5921/019
                                          C  R  NA

__________________________________________________________________________________

12. (A1V0) IS THE HUKA RIG UMBILICAL HOSE IN GOOD CONDITION AND IS THE  

             OVERBOTTOM SET AT THE CORRECT PRESSURE I.E. THE 50 – 150 FT WHIP?             

         REF: PMS 5921/019 
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