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DESMOKING EQUIPMENT
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EYEWASH STATIONS
Eyewash stations:  Portable eyewash stations must be maintenanced quarterly (this includes changing the water).  The additive solution is not required but is recommended by the manufacturer.  Plumbed stations must have a William fitting to ensure the valve can not be closed.  All stations should be 33-45 inches from deck.  All stations should be green with a green placard.  Caps should easily pop off when the plumbed stations are activated.  The water pressure in a plumbed station should maintain enough pressure for the water to extend 3-4 inches high and meet in the middle.  Water levels should be regularly check in the portable eyewash stations.  Eyewash stations should be easy to access and not blocked. 
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This eyewash station is too 

low and is blocked with cans
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PERSONAL PROTECTIVE  EQUIPMENT
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Damaged PPE:  To avoid damage, safety goggles should not be hung by the strap but may be bagged (to minimize damage to the lens) and stored in a clean cabinet or drawer.  Respirators should be returned to the RPM and stored in a clean bag.  Muffs (protective hearing equipment) should have soft gaskets and foam inside.
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SECURE FOR SEA
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Secure for Sea:  Thin line used to secure heavy equipment is often cited by INSURV (may cause injury if item falls).  The use of metal banding or heavy nylon straps may be better but bracket mounts are obviously best. Banding kit:  contains one clamping tool, 100ft by 1-2 inch, stainless steal strapping and 100 stainless steel buckles NSN:  9Q 8135-01-015-4040 18.49 kt

WELDING CURTAIN
Welding curtain:  Welding curtains must be black non-flammable material that fully encloses the welding station.  Welding curtains do not come pre-made, they must be custom fabricated.  To determine how your individual welding curtain should be made:  1.  Determine the length and width of the welding curtain required to block the ultraviolet, infrared and visible rays generated by the work operation within the weld booth area.  The size of the welding curtain should be one to two feet larger than the area it will cover. 2. Include a two-inch hem on all four edges to keep the curtain from becoming frayed. 3.  Have grommets with a half-inch inside diameter attached 6 inches apart, end to end at the top of the welding curtain to hang and support the weight of the curtain.  Begin the installation of grommets two inches from the top edge of the welding curtain.  Ship’s force or an outside source will have to manufacture a curtain rod and hooks around the weld booth area to hang and support the weight of the welding curtain.  When ordering the welding curtain, be specific.  Request it be made of black pigmented UC-100-96HS (Refrasil black cloth only 38B-material type).  This material meets NAVSEA requirements.  (Black pigmented cloth is the only authorized color for shipboard use.)  You may call: Thermostic Industries 1364 Fifteenth St., Los Angeles, CA 90021 (213) 749-4779.  The cost is approximately $7.00/sq. foot.  Ask for Sonny or Allen.  

PROHIBITED SHIPBOARD ITEMS
The December 1983 Ships Safety Bulletin listed several items that have been prohibited aboard ships for many years.  Even so, members of the INSURV Board and the Naval Safety Center surveys find these materials where they shouldn't be.  While researching the problem, NAVSUP determined how some of the material gets into the fleet.  

In the past, if a requisition which included a prohibited item left a ship, the stock point had no flag attached to that item restricting its presence on board ship.  If the item was not carried at that stock pile, the requisition was passed on without further review to an Inventory Manager who had no idea the item was prohibited from shipboard use.  

The problem has now been solved.  The following Runs carry an Issue Restriction Code 8 (Shore Use Only).  This will not only stop the issues from leaving the stock point, but also the requisition referral from going to the Inventory Manager.  

Reminder: It is the particular stock number that is prohibited, for example, a specific size container of calcium hypochlorite.  The product may be allowed on board in a different size container or specification.  The following stock number in NIIN sequence are prohibited from shipboard use. 

6810-00-059-6987  Benzene  

6810-00-222-2637  Carbon Tetrachloride 

6810-00-222-2638  Carbon Tetrachloride 

6810-00-222-2639  Chloroform 

6810-00-242-4768  Chlorinated Lime  

6810-00-246-6432  DDT Insecticide 

6810-00-246-6472  Benzene  

6840-00-252-3002  DDT Insecticide  

6840-00-253-3892  DDT Insecticide  

6810-00-255-0472  Calcium Hypochlorite  

6810-00-255-5977  Calcium Hypochlorite  

6810-00-257-2481  Benzene  

6810-00-264-6609  Chloroform  

6840-00-264-6692  DDT Insecticide  

6850-00-264-9037  Dry Cleaning Solvent  

6850-00-264-9038  Dry Cleaning Solvent  

6850-00-264-9039  Dry Cleaning Solvent  

6840-00-274-5415  DDT Insecticide  

6850-00-281-1985  Dry Cleaning Solvent  

6810-00-281-2764  Benzene  

6850-00-281-3061  Dry Cleaning Solvent  

6840-00-281-3462  DDT Insecticide  

6810-00-281-5266  Benzene  

6810-00-281-5272  Benzene  

6840-00-285-4307  DDT Insecticide  

6850-00-285-8012  Dry Cleaning Solvent  

6850-00-664-5685  Dry Cleaning Solvent  

6840-00-680-0142  DDT Insecticide  

6810-00-753-4778  Benzene  

6840-00-766-9631  DDT Insecticide  

6840-00-823-7946  Methyl Bromide  

6230-00-825-3298  Chlorinated Lime  

6810-00-973-6472  Chloroform 

6810-01-061-5356  Chloroform

Only the following calcium hypochlorite items are approved for issue to ships:

6810-00-242-4770   Six 3.75-pound bottles per U/1 box 

6810-00-255-0471   6-ounce bottle










The desmoking equipment kit provides the equipment required for use in ventilating spaces, removing smoke and gases from tanks,voids, cofferdams and compartments and also for reducing or preventing smoke spread in below deck spaces. The kit provides blowers, portable vent ducts, one electrical cable, smoke blankets and curtains, clamps and duct tape. At least eight smoke clamps are required for each smoke curtain; three boxes are provided in the kit, containing twelve clamps each. The total weight of the desmoking equipment kit is about 280 pounds. Items that can be carried in the kit bag weigh about 14 pounds. These small items can be transported to the scene in a flyer’s bag or the new retro-reflective label bag shown above, which are to be provided as NAVSEA funds are available.
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