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MECHANICAL


COMMAND NAME:  USS .......................


SSN/SSBN/SSGN .................. (B/G)


DATE OF SURVEY: ..................


CONDUCTED BY:....................


SHIP REPRESENTATIVE:.........................

NO. COMPLETE: .......   NO. REQ ACTION: .......  NOT APPLICABLE: ......

*****************************************************************************

DIESEL ENGINE                                 

(B1B0) Is a crankcase explosion sign posted on the diesel requiring a 30 min 

       wait prior to opening the crankcase?       
       REF: NSTM 233-13.2.1.5

       


                                               C  R  NA

*****************************************************************************

HDR ANTENNA                             

(B2A0) Is a warning plate installed in the CRAC adjacent to HE-2 and HE-28 
       stating: "Warning - Do not place HE-2 in the vent position with HE-28 
       not shut, unless venting air from HDR system per applicable SSM"?                                         
 REF: RLAR PYR-14081 (Source Document is PY-46084) 




 
 




        C  R  NA

*****************************************************************************

CHLORATE CANDLES                        

(C1A0) Are the chlorate candles being stowed in areas that are free from oil 
       and dirt contamination?                         
       REF: Sub Atmosphere Control Manual Paragraph 5-2.4.2(a)

      NSTM 550-5.7

                                                               C  R  NA

*****************************************************************************
(C1B0) Is the candle stowage area conspicuously marked so that special action 
       may be taken in the event of fire within the compartment?                                             
       REF: NSTM 550-5.7.2

            Sub Atmosphere Control Manual Paragraph 5-2.4.2(a)









        C  R  NA

*****************************************************************************
WATERTIGHT DOORS                        

(D1A0) Are the latches and springs that hold doors open operational?       
       REF: MIP A-80 (A-1)
            MIP 1671/921 (SSN-21)

            MIP 1671/900 (Ohio Class) 





                                      C  R  NA

*****************************************************************************
(D1B0) Do watertight doors operate satisfactorily, i.e., dogs engage 
       properly, door bushings and hinge pins are not worn, peeling or worn 
       chrome, and no excessive lubrication?            
       REF: MIP A-80 (A-1) 

            MIP 1671/921 (SSN-21)
            MIP 1671/900 (Ohio Class)   
       







       C  R  NA  
*****************************************************************************

(D1C0) Are the gaskets, knife edges, and dead lights free of paint and 
       defects?                                         
       REF: MIP A-80 (A-2)

            MIP A-80 (R-3) 
            MIP 1671/921 (SSN-21)

            MIP 1671/900 (Ohio Class)









      C  R  NA

*****************************************************************************

TANKS AND COMPARTMENTS        

(D1D0) With the door shut and dogged, do all the dogs make metal-to-metal 
       contact?                                        
       REF: MIP A-80 (A-1) 
            MIP 1671/921 (SSN-21)

            MIP 1671/900 (Ohio Class)

                                                                   C  R  NA
*****************************************************************************

(D1E0) Does the open door dogging interlock operate correctly? 
       REF: MIP A-80 (A-1) 

            MIP 1671/921 (SSN-21)

            MIP 1671/900 (Ohio Class)

                                                                   C  R  NA

*****************************************************************************

(D1F0) Do all open hatches (e.g., bridge, weapon loading, escape trunk) have 
       hatch covers and protective covers for trunk coaming seats to prevent 
       damage to the hatch gasket, hatch securing mechanisms, and the gasket 
       seating surface?  
       REF: MIP A-80 (D-1R) 

            MIP 1671/921 (SSN-21)

            MIP 1671/900 (Ohio Class)

                                                                   C  R  NA

*****************************************************************************
(D1G0) Are the hatch wire braided lanyards frayed?                
       REF: OPNAV 5100.19 (Series) Chapter D-3 Paragraph D0302.A

                                                                   C  R  NA

*****************************************************************************
*****************************************************************************
TRASH COMPACTOR                               

(D2A0) Is the material condition satisfactory? (No latches missing, 
       excessively worn, or broken, barrel not misaligned, interlocks 
       operational)
       REF: MIP 5394/9R2  Series
            MIP 5934/9R1 (Ohio Class)

            MIP 5934/9R3 (SSN 21 Class)









        C  R  NA

*****************************************************************************

(D2B0) Are operating instructions posted?                        
       REF: OPNAVINST 5100.19 (Series) D0805.i
                                                                     C  R  NA

*****************************************************************************

TRASH DISPOSAL UNIT                     

(D3A0) Is a torque wrench calibrated in CW and CCW directions available and a 
       stowage rack provided?                                    
       REF: MIP 5394/9R1 Series
            MIP 5934/9R1 (Ohio Class)
            MIP 5934/9R3 (SSN 21 Class)

                                                                     C  R  NA

*****************************************************************************
(D3B0) Are operating instructions posted?                       
       REF: OPNAVINST 5100.19 (Series) D0805.i





                               C  R  NA

*****************************************************************************
(D3C0) Are Kevlar gloves available for rolling and preparing cans? 
       REF: OPNAVINST 5100.19 (Series) D0805.a









        C  R  NA

*****************************************************************************
(D3D0) Is eye protection and a rubber apron available for personnel operating 
       the trash compactor?                                            
       REF: OPNAVINST 5100.19 (Series) D0805.h                   






                        C  R  NA

*****************************************************************************
*****************************************************************************

PERSONNEL HAZARDS             

BURN HAZARDS                                  

(F1A0) Are hot surfaces, i.e., flanges, etc., lagged to prevent burns to 
       personnel?                                           
       REF: NSTM 635 Article 635-1.1

                                                                     C  R  NA

*****************************************************************************
FIRE HAZARDS                                  

(F3A0) Are spray shields installed on flammable systems flanges adjacent to 
       hot surfaces & electrical equipment? (In / Out flow meter flanges, In 
       / Out strainer flanges, duplex strainer flanges, In / Out filter 
       separator flanges, etc.)        

REF: NSTM 542 Article 542-2.4.5


     NSTM 505 Article 505-7.9.4

                                                                     C  R  NA

*****************************************************************************

FREON HAZARD

(F3A1) Are personnel who perform maintenance on air conditioning and 
       refrigeration equipment certified on handling, recovery and recycling 
       of ODS?

REF: OPNAVINST 5090.1B, 19-4.3.3 (C)


     COMNAVSUBFORINST 5400.39, Chap 4, Article 4401 (2)(F)


     COMNAVSUBFORINST 5400.38, Chap 4, Article 4401 (2)(F)









        C  R  NA

*****************************************************************************
SAFETY PRECAUTION SIGNS                 

(G1A0) Have safety precaution signs been posted for the lathe, bench grinder, 

and drill press?                              

REF: OPNAVINST 5100.19 (Series) D0804








                C  R  NA

*****************************************************************************

EYE HAZARD SIGNS                        

(G1A1) Are eye hazard warning signs posted near all permanently installed 
       grinders, lathes, and drill presses?                     
       REF: OPNAVINST 5100.19 (Series) D0804 
            Eye Protection Sign NSN 9Q/9905-01-100-8203                   







                        C  R  NA

*****************************************************************************
*****************************************************************************

EYE PROTECTION                                

(G2A0) Are transparent, non-shatter eye shields mounted over the wheels of 
       the bench grinder?                             
       REF: OPNAVINST 5100.19 (Series) D0804

                                                                     C  R  NA

*****************************************************************************
(G2B0) Are face shields located in vicinity of grinder? 
       REF: OPNAVINST 5100.19 (Series) D0804






                               C  R  NA

*****************************************************************************
(G2C0) Is the point of operation guard (chip shield) installed on the drill 

press and lathe? 
       REF: OPNAVINST 5100.19 (Series) D0804

            Government Source – Rockford Systems, IN. 1-800-922-7533 or 
            SALES@ROCKFORDSYSTEMS.COM









        C  R  NA

*****************************************************************************

NON-SKID STRIPS/SAFETY TAPE                         

(G3A0) Are non-skid strips and striped yellow and black tape on deck in front

       of lathe, drill press and bench grinder? (Diamond tread does not
       satisfy requirement)   
                                            

       REF: OPNAVINST 5100.19 (Series) D0804

            Deck Strips 9G 7220-00-205-0389
            Checkerboard Yellow and Black Tape 9905-01-342-5934
            Striped Yellow and Back Tape 9905-01-342-5933






                               C  R  NA

*****************************************************************************
BENCH GRINDER                           

(G4A0) Is the tool rest installed and adjusted to within 1/8 " of the 
       grinding or wire wheel?  
       REF: OPNAVINST 5100.19 (Series) D0804 g.2.l





                               C  R  NA

*****************************************************************************







MM-6

(G4B0) Is there evidence that the wheel has been used to grind non-ferrous 
       metal? (Build up of this material can cause imbalance and possible  

       disintegration)
       REF: OPNAVINST 5100.19 (Series) D0804 g.3.f





                               C  R  NA

*****************************************************************************

(G4C0) Ensure that the upper point of opening in the grinding wheel hood 
       facing the operator is not less than 25 degrees and not more than 65 
       degrees from a vertical line drawn through the spindle center. Maximum 
       exposure of the wheel periphery or circumference on bench or floor 
       stands does not exceed 90 degrees.
       REF: OPNAVINST 5100.19 (Series) D0804 g.2.n





                               C  R  NA

*****************************************************************************

(G5B0) Does lathe light meet mil-f-16377/56? (Swivel joints maximum of 90 deg 
       movement, light socket/swivel 350 deg maximum rotation and 90 deg up 
       and down movement, base swivel maximum 325 deg rotation)                                        
       REF: OPNAVINST 5100.19 (Series) D0804.a.9
            Light Fixture 6230-00-883-6209

            APL 893313287X Engine Room Misc Lighting       








        C  R  NA

*****************************************************************************
PNEUMATIC GREASE GUNS                          

(G7A1) Are pneumatic grease guns configured IAW submarine greasing manual?                                                            

REF: NAVSEA T6350-AA-HBK-010 Figure 2-1 








        C  R  NA
               




           *****************************************************************************

NITROGEN CHARGING EQUIPMENT                                      

(G8A0) Is nitrogen charging equipment in good repair and without evidence of 
       contamination. (open ending piping bagged, gages in cal, relief valve 
       set)                                                  
       REF: MIL-STD-1330C

            NSTM 550.7.22    

                                                                     C  R  NA

*****************************************************************************
TESTING                

OXYGEN GENERATOR CELL REMOVAL RIG             

(G9A0) Is the cell lifting rig weight tested and in periodicity (48 months)?                                                           

REF: Joint Fleet Maintenance Manual Vol. V, Rev. A,    


     Paragraph 7.3.1


     MIP 5154 48-3                                       









        C  R  NA

*****************************************************************************

*****************************************************************************

OXYGEN GENERATOR METERS AND GAGES

(G9A1) Are the EOG gages and meters both calibrated and in periodicity?
       REF: MIP 5154/905 Oxygen Generator Treadwell Model 6l16e meters 
            annually A-6, gages 24M-1
            MIP 5154/903 Oxygen Generator Treadwell Model 6L16 24M-1, 24M-2









        C  R  NA                                  
*****************************************************************************
STEAM KETTLE                                  

(H1A0) Has hydrostatic test of the steam jacket and discharge line been 
       accomplished (36 months)? Is identification tag in place?                                       
       REF: MIP 6520/015 Series                                      








                C  R  NA

*****************************************************************************
(H1A1) Has steam kettle relief valve been tested annually? Is identification 

tag in place?                                       
       REF: MIP 6520/015 Series                           





                               C  R  NA

*****************************************************************************
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