                           MAIN PROPULSION (STEAM)                              

                                   10/01/2003

          THE FOLLOWING STATUS CODES MAY BE CIRCLED ON THE FAR RIGHT

  C- COMPLETE OR IN EFFECT     R- REQUIRES FUTHER ACTION      NA- NOT APPLICABLE

     SAFETY REVIEW ITEMS

B. MAIN PROPULSION (STEAM)                              

   1. HEARING CONSERVATION




                 (3PSA1A0)

  (A1A0) *ARE NOISE HAZARD SIGNS POSTED?                                   2

         REF: OPNAVINST 5100.19D (B4, B0404/C)

                                                                        C  R  NA

********************************************************************************

  (A1B0) IS HEARING PROTECTION AVAILABLE AND USED?                         2

         REF: OPNAVINST 5100.19D (B4, B0406)

                                                                        C  R  NA

********************************************************************************

   2. HEAT STRESS                             

  (A1C0) ARE HEAT STRESS THERMOMETERS PROPERLY LOCATED?                    3

         REF: OPNAVINST 5100.19D (B2/ B0201,B0204)

                                                                        C  R  NA

********************************************************************************

   3. SIGHT CONSERVATION                      

  (A1D0) ARE PROPER EYE WASH STATIONS AVAILABLE WHERE REQUIRED?            2

         REF: OPNAVINST 5100.19D (B5, B0508B)

                                                                        C  R  NA

********************************************************************************

  (A1E0) ARE REQUIRED EYE WASH STATION LOCATION SIGNS POSTED?               

         REF: OPNAVINST 5100.19D (B-5/B0508C)                           C  R  NA

********************************************************************************

   4. DECK PLATES AND GRATING                 

  (A2A0) ARE DECK PLATES AND LADDERS PROPERLY FITTED AND SECURED?          2

         REF: GSO 622 C/D

                                                                        C  R  NA

********************************************************************************

  (A2B0) ARE DECK PLATES AND LADDERS FABRICATED OF PROPER MATERIAL?        2

         REF: GSO 622 C/D

                                                                        C  R  NA

********************************************************************************

   5. FASTENERS                                

  (A3A0) ARE THERE ANY SHORT STUDS IN USE?                                 2

         REF: NSTM 075-7.5.1

              GSO 075B

                                                                        C  R  NA

********************************************************************************

  (A3B0) *ARE THERE ANY EXCESSIVELY LONG STUDS IN USE?                     4

         REF: NSTM 075-7.5.1

              GSO 075B

                                                                        C  R  NA

********************************************************************************

  (A3C0) DO THREADED FASTENERS CONFORM TO MILSPECS?                        2

         REF: NSTM 075-3

                                                                        C  R  NA

********************************************************************************

  (A3D0) ARE BLACK OXIDE COATED BRASS FASTENERS BEING USED ON STEAM 

         SYSTEMS OR STORED IN STORAGE LOCKERS?                             1

         REF: NSTM 075-3.4.3.3, GSO 070-E

                                                                        C  R  NA

********************************************************************************

  (A3E0) ARE FERROUS FASTNERS PRESENT IN SEA WATER, FRESH WATER OR FEED

         WATER SYSTEMS?                                                     

         REF: NSTM 075-3.3.3.2 (WARNING)

              GSO 075 TABLE 1 






C  R  NA

********************************************************************************

   6. INSTRUCTIONS AND SAFETY PRECAUTIONS     

  (A4A0) ARE REQUIRED WARNING SIGNS AND SAFETY PRECAUTIONS POSTED?         2

         REF: GSO 602 (B,C,H,J)

              NSTM 090-2.4  

                                                                        C  R  NA

********************************************************************************

  (A4B0) IS THE ENGINEERING OPERATIONAL SEQUENCE SYSTEM (EOSS) IN USE?     2

         REF: EOSS USERS GUIDE

              EDORM                                                     C  R  NA

********************************************************************************

  (A4D0) *ARE CURRENT "TAG OUT" PROCEDURES IN USE?                         1

         REF: OPNAVINST 3120.32C

              NAVSEA S0400-AD-URM-010/TUM (TAG OUT USERS MANUAL)

                                                                        C  R  NA

********************************************************************************

   7. HAZARDOUS MATERIALS                     

  (A5A0) *ARE TOXIC OR HIGHLY FLAMABLE MATERIALS (FLASH POINT 20O 

         DEGREES AND BELOW) STOWED IN MACHINERY SPACES?                    2

         REF: OPNAVINST 5100.19D C2304, C2305, C2306-C

                                                                        C  R  NA

********************************************************************************

  (A5B0) IS HAZARDOUS MATERIAL PROPERLY LABELED AND STOWED?                2

         REF: NSTM 670

              OPNAVINST 5100.19D C2302 (E)                              C  R  NA

********************************************************************************

   8. VENT FOG PRECIPITATORS                  

  (B1A0) *DO VENT FOG PRECIPITATORS APPEAR TO BE IN SATISFACTORY 

         WORKING CONDITION?                                                3

         REF: NSTM 241-2.3.14, NSTM 262-3.1.2.i

              GSO 262C1

                                                                        C  R  NA

********************************************************************************

   9. SYSTEM AND EQUIPMENT MONITORING         

  (B2A0) ARE GAGES AND INDICATORS PROPERLY MOUNTED?                        3

         REF: GSO 504 (B,D,E,G,K,L)

              NSTM 504-3.5.5      

                                                                        C  R  NA

********************************************************************************

  (B2D0) ARE LIQUID COLUMN SIGHT GLASS PROTECTIVE GUARDS PROPERLY 

         INSTALLED?                                                        3

         REF: GSO 504 K  

                                                                        C  R  NA

********************************************************************************

  (B2E0) ARE GAGES AND INDICATORS CALIBRATED AND IN GOOD CONDITION?        3

         REF: GSO 504Q

              NSTM 504-3.7.1

                                                                        C  R  NA

********************************************************************************

  10. PUMPS AND AUXILIARY MACHINERY           

  (B4A0) ARE PUMPS FITTED WITH DRAIN AND LEAK OFF LINES TO PREVENT 

         CONTINUAL WETTING OF FOUNDATIONS?                                 4

         REF: GSO 534 (B,C1), GSO 503-B

                                                                        C  R  NA

********************************************************************************

  (B4B0) ARE MACHINERY FOUNDATIONS IN SATISFACTORY CONDITION?              4

         REF: GSO 100 (F)

                                                                        C  R  NA

********************************************************************************

  (B4B1) ARE COUPLING GUARDS INSTALLED ON ROTATING MACHINERY?              3

         REF: GSO 070 (H)

              OPNAVINST 5100.19D (C1302/A16)                            C  R  NA

********************************************************************************

  (B4B2) ARE AUXILIARY MACHINERY GOVERNORS, CONTROLS, AND LINKAGES 

         OPERATIVE AND IN SATISFACTORY CONDITION.                          1

         REF: NSTM 503-2.9                                              C  R  NA

********************************************************************************

  (B4B3) ARE EQUIPMENT OPERATING INSTRUCTIONS AND SAFETY PRECAUTIONS 

         POSTED?                                                           2

         REF: GSO 602 H

              NSTM 090 (2.4)                                            C  R  NA

********************************************************************************

  11. FLEXIBLE HOSES                          

  (B5B0) ARE FLEXIBLE HOSES PROPERLY IDENTIFIED?                           1

         REF: NAVSEA S6430-AE-TED-010 VOL.1 (SECTION 8.5)

                                                                        C  R  NA

********************************************************************************

  (B5C0) ARE FLEXIBLE HOSES COVERED WITH PAINT ON GREATER THAN 10% 

         SURFACE AREA?                                                     2

         REF: NAVSEA S6430-AE-TED-010 VOL.1 (SECTION 9.J, 10.J)

              NSTM 631 VOL. 3 (8.22.1.Z)

                                                                        C  R  NA

********************************************************************************

  (B5D0) *ARE FLEXIBLE HOSES EXCESSIVELY SOFT?                             2

         REF: NAVSEA S6430-AE-TED-010 VOL.1 (SECTION 10.0)

                                                                        C  R  NA

********************************************************************************

  12. RUBBER EXPANSION JOINTS                 

  (B6B0) ARE RUBBER EXPANSION JOINTS FREE OF CRACKS AND CUTS?              1

         REF: NSTM 505 (3.3)  

                                                                        C  R  NA

********************************************************************************

  (B6C0) ARE RUBBER EXPANSION JOINTS FREE OF PAINT?                        2

         REF: NSTM 631 VOL3 (8.22.1.Z)

                                                                        C  R  NA

********************************************************************************

  13. ESCAPE TRUNKS                           

  (B8A0) ARE THERE OBSTRUCTIONS AT THE ESCAPE TRUNKS?                      2

         REF: OPNAVINST 5100.19D C102 A/G

                                                                        C  R  NA

********************************************************************************

  (B8B0) ARE LADDER RUNGS CONTINUOUS AROUND TWO BULKHEADS?                 2

         REF: NAVSEADWG 804-5184093

              GSO 622 C

                                                                        C  R  NA

********************************************************************************

  (B8C0) *ARE ESCAPE TRUNK DOORS OPERATING PROPERLY?                       2

         REF: GSO 624J

              NAVSEA DWG 804-5184129

                                                                        C  R  NA

********************************************************************************

  (B8D0) ARE ESCAPE TRUNKS WELL LIT AND HAVE EMERGENCY LIGHTING?           3

         REF: GSO 332 E/G

                                                                        C  R  NA

********************************************************************************

  (B8F0) ARE WARNINGS POSTED ON TOP OF ESCAPE SCUTTLES?                    4

         REF: GSO 602J

                                                                        C  R  NA

********************************************************************************

  14. LAGGING/INSULATION                      

  (B9A0) IS LAGGING/INSULATION ADEQUATE?                                   2

         REF: NSTM 635(SECTIONS 2 AND 3)

              GSO 508 B

                                                                        C  R  NA

********************************************************************************

  (B9B0) IS LAGGING/INSULATION TORN OR MISSING?                            2

         REF: NSTM 635 - 2.9.1, 2.8.2

                                                                        C  R  NA

********************************************************************************

  (B9C0) IS LAGGING/INSULATION OIL / WATER SOAKED?                         2

         REF: NSTM 635 - 2.9.1

                                                                        C  R  NA

********************************************************************************

  15. STEAM TURBINES AND REDUCTION GEARS      

  (C1A0) ARE LUBE OIL PIPING FLANGE SHIELDS INSTALLED AND MADE OF 

         CORRECT MATERIAL?                                                 2

         REF: NSTM 505 - 7.9.4.1

                                                                        C  R  NA

********************************************************************************

  (C1C0) ARE THE FLANGE SHIELDS OIL SOAKED?                                2

         REF: NSTM 505 - 7.9.4   

                                          C  R  NA

********************************************************************************

  (C1D0) ARE AHEAD AND ASTERN THROTTLES PADLOCKED WHEN THE TURNING

GEAR IS ENGAGED?                                                  5                                                                  

REF: NSTM 241 - 3.4.7(B)

                                                                        C  R  NA

********************************************************************************

  (C1E0) IS THERE A WARNING SIGN INDICATING THAT THE TURNING GEAR IS 

         ENGAGED?                                                          1

         REF: NSTM 241 - 3.4.7(B)

                                                                        C  R  NA

********************************************************************************

  16. REDUCTION GEAR SECURITY                 

  (C3A0) ARE HIGH SECURITY PADLOCKS INSTALLED?                             3

         REF: NSTM 241 - 4.2.3, EDORM

                                                                        C  R  NA

********************************************************************************

  (C3B0) *ARE ALL OTHER ACCESSES PROTECTED FROM UNAUTHORIZED ENTRY ?       3

         REF: NSTM 241 - 4.2.4 C, EDORM

                                                                        C  R  NA

********************************************************************************

  17. MAIN SHAFTING/SPRING BEARINGS           

  (D1B0) ARE THERMOMETERS INSTALLED?                                       2

         REF: NSTM 244 - 2.4.3.13

                                                                        C  R  NA

********************************************************************************

  (D1C0) ARE BEARING SUMP DRAINS PROPERLY INSTALLED?                       2

         REF: COMNAVSURFLANTINST/PACINST (EDORM) 3540.22 44O7           C  R  NA

********************************************************************************

  (D1E0) *ARE GUARDS PROVIDED AROUND FLANGED JOINTS?                       2

         REF: GSO 070H                                                  C  R  NA

********************************************************************************

  18. MAIN SHAFT SEAL                         

  (D2B0) ARE COOLING WATER PIPING/VALVES SATISFACTORY?                     2

         REF: NSTM 244 - 6.4 (FIGURE 244-6-12)

              GSO 244 B8

                                                                        C  R  NA

********************************************************************************

  (D2C0) ARE GUAGES INSTALLED/CALIBRATED?                                  2

         REF: GSO 504 E,F,G / JFMM 

              NSTM 504-3.7.1

                                                                        C  R  NA

********************************************************************************

  (D2E0) *IS THERE A MEANS FOR INFLATING SEAL?                             1

         REF: NSTM 244 - 6.3.3

              GSO 244 B.8                                               C  R  NA

********************************************************************************

  (D2F0) IS PMS BEING ACCOMPLISHED ON CO2/N2 BOTTLE FOR SEAL?              2

         REF: NSTM 244 - 6.5.2.5

              PMS MIP 2400

                                                                        C  R  NA

********************************************************************************

  (D2G0) IS THERE A SHAFT SEAL COOLING WATER SYSTEM OPERATING 

         INSTRUCTION AND CASUALTY CONTROL PROCEDURES AVAILABLE FOR THE 

         WATCHSTANDERS?                                                    1

         REF: NSTM 079 - 46.1

              EOSS                                                      C  R  NA

********************************************************************************

  (D2I0) IS EMERGENCY PACKING / INFLATION HOSES STOWED IN VICINITY OF 

         STERN TUBE SEAL?                                                  2

         REF: GSO 244 B8 (2)

                                                                        C  R  NA

********************************************************************************

  19. MAIN LUBE OIL SYSTEM                    

  (E1A0) ARE LUBE OIL STRAINER SHIELDS INSTALLED AND IN GOOD CONDITION?    1

         REF: NSTM 505 - 7.9.5

              NAVSEA 0948-LP-102-2010

              GSO 505 E7

                                                                        C  R  NA

********************************************************************************

  (E1B0) ARE PROPER FLANGE SHIELDS INSTALLED AND IN SATISFACTORY 

         CONDITION?                                                        2

         REF: NSTM 505-7.9.4.2                                          C  R  NA

********************************************************************************

  (E1C0) DOES THE SLOP GOVERNOR BY-PASS "NEEDLE" VALVE HAVE A LABEL 

         PLATE INSCRIBED AS FOLLOWS? "CAUTION" ADJUST LOCKED VALVE ONLY

         UNDER THE SUPERVISION OF THE ENGINEERING OFFICER. ADJUST VALVE

         SO THAT THE PUMP SPEED IS THE MINIMUM REQUIRED TO PROVIDE 

         ADEQUATE LUBRICATION OF PUMP AND ITS BEARING.                     1

         REF: GSO 262C.3

                                                                        C  R  NA

********************************************************************************

  (E1D0) ARE THERE LATCHING DEVICES FOR ALL MAIN LUBE OIL PUMPS SUCTION

         AND DISCHARGE VALVES TO PREVENT SHUTING?                          1

         REF: GSO 262C3

                                                                        C  R  NA

********************************************************************************

  20. LUBE OIL PURIFIER                       

  (E2B0) ARE PURIFIER DRAINS PIPED TO CONTAMINATED OIL TANK?               2

         REF: NSTM 262 C3

                                                                        C  R  NA

********************************************************************************

  (E2E0) DOES THE LUBE OIL STORAGE AND SETTLING TANK HAVE AN OVERFLOW 

         CONNECTION LEADING TO THE OILY WATER DRAIN COLLECTING SYSTEM?     2

         REF: GSO 262-3.6.4.1

                                                                        C  R  NA

********************************************************************************

  21. SHIP SERVICE TURBO GENERATORS           

  (F1B0) ARE LUBE OIL STRAINER SHIELDS PROPERLY INSTALLED AND IN 

         SATISFACTORY CONDITION?                                           2

         REF: NSTM 505 - 7.9.5

              NAVSEA 0948-LP-102-2010

                                                                        C  R  NA

********************************************************************************

  (F1D0) ARE PROPER FLANGE SHIELDS INSTALLED AND IN SATISFACTORY 

         CONDITION?                                                        2

         REF: NSTM 505 - 7.9.4.2

                                                                        C  R  NA

********************************************************************************

  (F1E0) ARE THE LUBE OIL FLANGE SHIELDS SOAKED WITH OIL?                  2

         REF: NSTM 505-7.9.4

                                                                        C  R  NA

********************************************************************************

  (F1F0) ARE AIR COOLER TELL TALE DRAINS VISIBLE AND PROPERLY 

         INSTALLED?                                                        2

         REF: NAVSEAMAN 0948-102-2010

                                                                        C  R  NA

********************************************************************************

  22. VALVES AND VALVE OPERATORS              

  (G1A0) ARE REMOTE OPERATED VALVES OPERATIONAL AND PROPERLY ATTATCHED?    1

         REF: GSO 505 E4/B10

                                                                        C  R  NA

********************************************************************************

  (G1B0) ARE VALVE HANDWHEELS PROPERLY SECURED AND LABELED?                1

         REF: GSO 507 F  

              NSTM 505-7.8.2.2

                                                                        C  R  NA

********************************************************************************

  (G1C0) *ARE HANDWHEELS OF PROPER MATERIAL?                               1

         REF: GSO 505 C2

              GEN SPEC 505 C2

                                                                        C  R  NA

********************************************************************************

  (G1D0) ARE THE VALVE HANDWHEELS COLOR CODED?                             2

         REF: NSTM 505-7.8.2.2

                                                                        C  R  NA

********************************************************************************

  23. SEA CHEST BLOW-OUT                      

  (G1E0) ARE WARNING PLATES AND OPERATING INSTRUCTIONS INSTALLED BY SEA

         CHEST STEAM BLOWOUT VALVES?                                      1

         REF: NSTM 505-10.3.1.9

              GSO 253 D2

                                                                        C  R  NA

********************************************************************************

  (G1F0) IS THERE A RELIEF VALVE SET AT 40 PSI AND A CONNECTION FOR 

         BLEEDING STEAM ON THE SEA CHEST BLOWING OUT STEAM SYSTEM?          

         REF: NSTM 505-10.3.1.9

              GSO 253 D2

                                                                        C  R  NA

********************************************************************************

  (G1G0) IS THERE A PRESSURE GAGE INSTALLED IN THE STEAM SUPPLY FOR SEA

         CHEST BLOW OUT?                                                   2

         REF: NSTM 505-10.3.1.9

              GSO 253 D2

                                                                        C  R  NA

********************************************************************************

  24. COMBINED EXHAUST RELIEF                 

  (G2A0) ARE COMBINED EXHAUST RELIEF VALVES INSTALLED PROPERLY?            1

         REF: NSTM 505 - 9.17.3

                                                                        C  R  NA

********************************************************************************

  (G2B0) ARE OPERATING WARNING PLATES INSTALLED?                           2

         REF: NSTM 505 - 9.16.3.2  

                                                                        C  R  NA

********************************************************************************

  25. PIPING SYSTEMS                          

  (G3A0) ARE PIPING SYSTEMS ADEQUATELY LABELED?                            2

         REF: NSTM 505 - 7.8 / TABLE 505-7-1

                                                                        C  R  NA

********************************************************************************

  (G3B0) ARE PIPING SYSTEMS PROPERLY COLOR CODED?                          2

         REF: NSTM 505 - 7.8.2

                                                                        C  R  NA

********************************************************************************

  (G3E0) ARE PIPING SUPPORT DEVICES PROPERLY MAINTAINED?                   3

         REF: NSTM 505 - 7.5

              GSO 505 C4

                                                                        C  R  NA

********************************************************************************

  (G3G0) IS THERE EVIDENCE OF FLAMMABLE SYSTEM LEAKS?                      1

         REF: NSTM 505 - 8.3

                                                                        C  R  NA

********************************************************************************

  (G3H0) IS THERE EVIDENCE OF NON-FLAMMABLE SYSTEMS LEAKS?                 2

         REF: NSTM 505 - 8.3

                                                                        C  R  NA

********************************************************************************

  26. RELIEF VALVES                           

  (G4A0) DO RELIEF VALVES APPEAR TO BE IN GOOD WORKING ORDER?              3

         REF: NSTM 505 - 9.18.2

                                                                        C  R  NA

********************************************************************************

  (G4B0) ARE RELIEF VALVES PROPERLY LABELED?                               3

         REF: GSO 505 H4

                                                                        C  R  NA

********************************************************************************

  (G4E0) ARE RELIEF VALVES EQUIPPED WITH A TAIL PIPE LEADING TO A SAFE 

         AREA                                                              1

         REF: NSTM 505-9.17.3

              GSO 505 B8/E1

                                                                        C  R  NA

********************************************************************************

  (G4F0) ARE TAGS PROVIDED TO INDICATE RELIEF VALVE LIFTING PRESSURE, 

         WORKING PRESSURE, AND DATE LAST TESTED?                           1

         REF: GSO 505 H4                                               

              









C  R  NA

********************************************************************************

  27. BILGE SUCTION                           

  (H1A0) ARE SUCTION STRAINERS INSTALLED?                                  2

         REF: GSO 529J

              NSTM 505-10.7.3

                                                                        C  R  NA

********************************************************************************

  (H1C0) IS THERE A MINIMUM OF ONE SPACE SUCTION VALVE WHICH IS 

         OPERABLE FROM THE DAMAGE CONTROL DECK?                            4

         REF: GSO 529J                                                  C  R  NA

********************************************************************************

  28. EDUCTORS AND BILGE DRAINAGE             

  (H2A0) ARE EDUCTORS AND BILGE DRAINAGE SYSTEM OPERATING INSTRUCTIONS 

         POSTED?                                                           1

         REF: NSTM 505-10.7.2

              GSO 529 H, EOSS PROCEDURE “ED”

                                                                        C  R  NA

********************************************************************************

  (H2B0) IS OIL POLLUTION ACT POSTED WHERE APPLICABLE?                     3

         REF: GSO 593 D

                                                                        C  R  NA

********************************************************************************

  (H2G0) ARE ACTIVATING PRESSURE AND SUCTION PRESSURE GAGES INSTALLED?     1

         REF: GSO 529 H

              NSTM 505 FIGURE 505-10.2

                                                                        C  R  NA

********************************************************************************

  (H2H0) ARE EDUCTOR SUCTION CUT-OUT VALVES PROVIDED WITH THE WARNING 

         SIGN STATING, "DO NOT OPEN UNTIL VACUUM IS INDICATED ON 

         SUCTION GAGE".                                                    1

         REF: GSO 529H

              NSTM 505-10.7.6.D

                                                                        C  R  NA

********************************************************************************

  (H2I0) ARE EDUCTOR FIREMAIN ACTUATING CUT-OUT VALVES PROVIDED WITH 

         THE WARNING SIGN STATING, "DO NOT OPEN UNTIL OVERBOARD 

         DISCHARGE VALVE IS OPEN".                                         1

         REF: GSO 529H

              NSTM 505-10.7.6.D

                                                                        C  R  NA

********************************************************************************

  29. SIGNS AND PLACARDS                      

  (H3A0) ARE BILGES CONTAMINATED WITH OIL, FUEL OR TRASH?                  2

         REF: NSTM 593-3.4.1, EDORM 2503.b.15

                                                                        C  R  NA

********************************************************************************

  (H3B1) DO SUPERHEATERS THERMOMETERS HAVE WARNING SIGNS INSTALLED AT 

         SENSING POINT?                                                    3

         REF: GSO 602H                                                  C  R  NA

********************************************************************************

  (H3B2) ARE OPERATION/SAFETY PLACARDS POSTED AT EACH SAMPLE 

         COOLER/TREATMENT TANK?                                            3

         REF: NSTM 220-27.49                                            C  R  NA

********************************************************************************

  (H3B3) IS FINE WIRE MESH SCREEN INSTALLED IN CHEMICAL INJECTION TANK 

         FUNNEL?                                                           5

         REF: NAVSHIPS DWG 803-1385735                                  C  R  NA

********************************************************************************

  (H3C3) IS THERE A BOILER INSPECTION DEVICE AVAILABLE?                    1

         REF: NSTM 221 - 4.2.6

                                                                        C  R  NA

********************************************************************************

  (H3C4) IS THERE ONE 27 LB PORTABLE DRY CHEMICAL (PKP) FIRE 

         EXTINGUISHER MOUNTED NEAR THE BURNER FRONT OF THE BOILER.         4

         REF: GSO 555 D

                                                                        C  R  NA

********************************************************************************

  30. OIL SPILL CONTAINMENT                   

  (H5A0) ARE REQUIRED NUMBER OF MARK II OIL SPILL CLEAN UP KITS ON 

         BOARD?                                                            3

         REF: NSTM 593 - 3.6.6.2  

                                                                        C  R  NA

********************************************************************************

  (H5A1) ARE MARK II KITS FULLY STOCKED AND ACCESSIBLE FOR QUICK USE?       

         REF: NSTM 593 - 3.6.6.2  

                                                                        C  R  NA

********************************************************************************

  (H5A2) DOES THE SHIP HAVE AN UPDATED OIL SPILL CONTINGENCY PLAN?          

         REF: OPNAVINST 5100.19D (B3/APPENDIX B3-A)                     C  R  NA

********************************************************************************

  31. BOTTOM BLOW SYSTEM                      

  (H7A0) DO BOILERS HAVE GUARDING VALVES FOR EACH BOILER?                  2

         REF: NSTM 220 - 22.59

              GSO 221 N

                                                                        C  R  NA

********************************************************************************

  (H7A1) ARE WARNING PLATES POSTED AT EACH VALVE, STATING: "-WARNING- 

         THIS VALVE NOT TO BE OPENED WHILE BURNERS ARE IN OPERATION"?      1

         REF: GSO 221N

                                                                        C  R  NA

********************************************************************************

  (H7A2) *DOES BILGE GRAVITY DRAIN HOSE VALVE HAVE CAP INSTALLED?          2

         REF: GSO 221 N

              NAVSHIPS STD DWG S5103-F-341733

                                                                        C  R  NA

********************************************************************************

  (H7A3) ARE IDLE BOILERS UNDER DRY OR WET LAY UP?                         3

         REF: NSTM 221 - 2.3

                                                                        C  R  NA

********************************************************************************

  32. SOOT BLOWER SYSTEM                      

  (H8A0) IS PIPING IN SATISFACTORY CONDITION?                              4

         REF: NSTM 221-3.3.6.1

                                                                        C  R  NA

********************************************************************************

  (H8A1) *ARE LAGGING ENDS SEALED ON FLANGED LINES?                        4

         REF: NSTM 635-2.6.4

              NAVSHIPS DWG 804-841336

                                                                        C  R  NA

********************************************************************************

  33. BOILER GAUGE GLASSES                    

  (H9A0) IS NORMAL STEAM LEVEL INDICATED ON GAUGE GLASS?                   1

         REF: NSTM 221 - 3.4.1

              GSO 221 K

                                                                        C  R  NA

********************************************************************************

  (H9A1) ARE CHAINS INSTALLED ON GAUGE GLASS CUTOUTS?                      4

         REF: NSTM 221-3.4.2.9

                                                                        C  R  NA

********************************************************************************

  (H9A2) ARE CHAIN GUARDS INSTALLED ON GAUGE GLASS CUTOUTS?                3

         REF: NSTM 221-3.4.2.9

                                                                        C  R  NA

********************************************************************************

  (H9A3) *ARE GLASS AND MICA IN GOOD CONDITION?                            1

         REF: NSTM 221-3.4.2.4

              GSO 221K

                                                                        C  R  NA

********************************************************************************

  34. OIL AND WATER LAB                       

  (I1A0) HAVE BOILER CHEMICALS EXCEEDED THEIR SHELF LIFE?                  3

         REF: NSTM 220 - 28.25

                                                                        C  R  NA

********************************************************************************

  (I2A0) ARE CHEMICALS STORED PROPERLY?                                    1

         REF: NSTM 220-28.23

                                                                        C  R  NA

********************************************************************************

  (I2A1) ARE MERCURIC NITRATE REAGENTS DISPOSED OF PROPERLY?               5

         REF: NSTM 220-24.48

                                                                        C  R  NA

********************************************************************************

  35. DEAERATING FEED TANK                    

  (I3A1) HAS VACUUM BREAKER BEEN TESTED?                                   2

         REF: NSTM 255-7.2.3

                                                                        C  R  NA

********************************************************************************

  (I3A2) HAS RELIEF VALVE BEEN PROPERLY TESTED?                            2

         REF: NSTM 255-7.2.6

                                                                        C  R  NA

********************************************************************************

  36. STEAM SMOTHERING SYSTEM                 

  (I4A0) IS SYSTEM INSTALLED AND OPERABLE?                                 2

         REF: GSO 555G

                                                                        C  R  NA

********************************************************************************

  (I4A1) IS SYSTEM CONTROL VALVE OPERABLE FROM BOILER FRONT OR EOS?        1

         REF: GSO 555 G

                                                                        C  R  NA

********************************************************************************

  (I4A2) IS TEST VALVE LOCKED OPEN BETWEEN THE CONTROL VALVE AND THE 

         BOILER CASING?                                                    3

         REF: GSO 555 G

                                                                        C  R  NA

********************************************************************************

  (I4A3) ARE WARNING PLATES INSTALLED ON CONTROL VALVE?                    2

         REF: GSO 555 G

                                                                        C  R  NA

********************************************************************************

  37. DRIP PANS AND SLIDING FEET              

  (I5A0) ARE DRIP PANS UNDER BURNER CONNECTIONS?                           1

         REF: GSO  541E, NSTM 262-C.1

                                                                        C  R  NA

********************************************************************************

  (I5A1) ARE SLIDING FEET LUBRICATED?                                      3

         REF: NSTM 221-2.15.3

                                                                        C  R  NA

********************************************************************************

  (I5A2) DO SLIDING FEET APPEAR TO BE MOVING?                              1

         REF: NSTM 221-2.15.1

                                                                        C  R  NA

********************************************************************************

  (I5A3) *CAN SLIDING FEET BE LUBRICATED FROM OUTSIDE THE AIR CASING?      5

         REF: NSTM 221-2.15.3

                                                                        C  R  NA

********************************************************************************

  38. TORCH POT                               

  (I6A0) ARE TORCH POTS SECURED TO STRUCTURAL MEMBERS?                     4

         REF: NSTM 221-4.4.5.1

                                                                        C  R  NA

********************************************************************************

  (I6A1) *ARE TORCH POTS DRAINED WHEN SPACES ARE IN A COLD IRON STATUS?    2

         REF: NSTM 541-2.4.4.4

                                                                        C  R  NA

********************************************************************************

  39. SAFETY VALVES                           

  (I7A0) IS SAFETY VALVE HAND EASING GEAR INSTALLED AND OPERABLE FROM 

         FIRING AISLE?                                                     1

         REF: NSTM 221-3.2.12

                                                                        C  R  NA

********************************************************************************

  (I7A1) ARE SAFETY VALVES PROPERLY PRESERVED?                             4

         REF: NSTM 221-3.2.11.4

                                                                        C  R  NA

********************************************************************************

  40. SMOKESTACKS AND UPTAKES                 

  (I7A3) ARE SMOKESTACK COVERS USED ON IDLE BOILERS?                       3

         REF: NSTM 221-2.13.8

                                                                        C  R  NA

********************************************************************************

  (I7A4) ARE UPTAKE SPACES IN SATISFACTORY CONDITION?                      4

         REF: NSTM 221-2.13.8

                                                                        C  R  NA

********************************************************************************

  41. SMOKESTACK AND UPTAKES                  

  (I7A6) ARE BOILER PERISCOPES OPERATIVE?                                  2

         REF: NSTM 221-3.5

                                                                        C  R  NA

********************************************************************************

  42. OTHER EQUIPMENT CHECKS                  

  (I7A7) *ARE IDENTIFICATION PLATES INDICTING MAXIMUM ALLOWABLE LOADS 

         OR TEST DATA INSTALLED BY LIFTING PADS OVER HEAVY EQUIPMENT?      3

         REF: GSO 602G

                                                                        C  R  NA

********************************************************************************

  (I7A8) ARE BOILER STOP VALVES WIRED AND TAGGED SHUT ON AN OPEN 

         BOILER?                                                           1

         REF: NSTM 221-2.2.4

                                                                        C  R  NA

********************************************************************************

  43. FUEL OIL QUICK CLOSING VALVES           

  (I8A0) ARE VALVES OPERABLE FROM REMOTE AND LOCAL STATIONS?               1

         REF: NSTM 505-9.8.2

              NSTM 541-5.2.4

                                                                        C  R  NA

********************************************************************************

  (I8A1) *ARE COVERS INSTALLED OVER THE EXPOSED CLOSING MECHANISM?         4

         REF: GSO 505 B10

,                                                                       C  R  NA

********************************************************************************

  44. BURNER BARREL AND SPRAYER PLATES        

  (I9A1) ARE BURNER BARRELS STOWED PROPERLY?                               4

         REF: NSTM 221-3.1.4

                                                                        C  R  NA

********************************************************************************

  45. FUEL OIL STRAINERS                      

  (J1A0) DO STRAINERS DRAIN TO CONTAMINATED DRAIN TANK?                    4

         REF: GSO 541 E

                                                                        C  R  NA

********************************************************************************

  (J1A1) *IS A DIFFERENTIAL PRESSURE GAGE PROVIDED?                        4

         REF: GSO 541 E

              NSTM 541-9.12.4

                                                                        C  R  NA

