Boat 1
       (2)  Damage Control

            (a)  (S)(B4IO)PMS is not being conducted correctly for the APC system installed on the submarine. The APC nozzle seal disk is damaged and the nozzle is not clear of grease.  

Ship's personnel do not understand range guard system operation and maintenance. The fusible links and scissor assemblies are not clean. The fusible links have not been replaced within the past 6 months. There is not at least 3" of free travel between the cable tube and the ends of the link assembly. REF:(NSN 4210-

01-024-1181, SEAL AND NSN 4210-01-061-5705, NOZZLE), MIP 

5556/004 SERIES MRC M-2, S-4R, A-1, APL 640190005 & T640190006, 

S9555-AR-MMO-010 REV. 1, SS100-AC-MMA-010/AUTO-MAN (TRIDENT)MIP 

5556/004 SERIES MRC M-2, S-4R, S9555-AR-MMO-010 REV. 1, SS100-

AC-MMA-010/AUTO-MAN (TRIDENT)

       (3)  Deck

            (a)  (S)(R) (A3K0) MRC 5832/014 Q-1 is not being conducted properly on all Sterns MK 1 life jackets, MK-1 life vests do not contain anti-sabotage compound and actuation nuts are loose. REF: MIP 5832/014  Q-1, MIP 5832/012  R-2 Mk 5 Mod 0,

MIP 5832/014 R-2 Assembled piece parts Mk 1 Models, and MIP 

5832/014 R-4 Fully Assembled Mk 1 Commercial Models

       (4)  Electrical

            (a)  (S)(A1A0) An electrical shock hazards exist due to the use of unauthorized plastic starters in the crews berthing. REF: 101224z SEP 2007

            (b)  (S)(A1A0)The Electrical safety program is ineffective.  Electrical safety checks on portable electrical equipment are sporadic. Electrical safety PMS checks are not being diligently tracked. Specifically, there is no EGL documentation for many items. REF: MIP 3000/029, NSTM 300, PARA 300-2.7.5, Safety tag NSN 1H-0116-LF-051-0025, OPNAV INST 5100.19E B0702

            (c)  (S)(A1A0) Safety practices. An unauthorized power outlet is connected to ship's lighting junction box in 21 man berthing. Additionally, there is an unauthorized electrical wire splice for the drink line.

            (d)  (S)(A1A0) Electrical shock hazard due to a damaged bunk light in 21 Man berthing.  Corrected by ships force.

            (e)  (S)(A1A0) Electrical shock hazard due to a damaged light socket on the bench grinder.

       (5)  General Departmental

            (a)  (S)(K5A0) Weapon shipping hatch ladder hardware is loose, supply ladder has an incorrect bolt, ERLL FWD Port ladder has incorrect and improperly installed hardware, ERUL FWD

Port ladder hatch is mounted with bailing wire.  TDU Void hatch retainer is damaged.  REF: COMNAVSUBFORINST 5400.38/39/48 4301 and OPNAVINST 5100.19 SERIES, D0102A

       (6)  Mechanical

            (a)  (S)(C1A0) Chlorate candles are not being stowed in areas that are free from oil. Ship force removed the oil. 

REF: SUB ATMOSPHERE CONTROL MANUAL para. 5-2.4.2(a), NSTM 550-

5.7.

       (8)  Safety Officer

            (a)  (S)(B2A0) Not all flammables, hazardous materials, and chemicals are appropriately labeled as to their hazards. HM locker labels do not indicate the type of HM stowed within. Not every item of HM has a MSDS (hard copy) or is not readily available to the HM users in Torpedo Room. REF: 

OPNAVINST 5100.19 SERIES, B0303A(4)(B), D1502E, D1503A

            (b)  (S)(A2A1) The Safety Officer has not attended the Submarine Safety Officer course (F-4J-0020) offered by 

SOHTRACEN or the Afloat Safety Officer course (A-4J-0020) offered by SWOS Newport RI. This issue may contribute to the poor readiness of the safety officer programs. REF: OPNAVINST

5100.19 SERIES, A0502A (1) or (3), A0203C (14), A0503A

            (c)  (S)(B7F0) None of the atmosphere contaminates in the Torpedo Room or AMR are properly labeled. The Supply officer did not understand the difference between the HAZMAT program and the Atmosphere Control Program.  The Atmosphere 

Contaminant Log does not reflect the monthly inventories, and it does not contain all the atmosphere contaminants in the appropriate categories (Calcium Hypochlorite, Pesticide, etc.) 

REF: SUB ATM CONTROL MANUAL ART 7-3.3.B, 7-4.1.1,

            (d)  (S)(A1O1) The Safety Officer does not retain or maintain documentation of hazards identified through inspections, surveys or as reported by individuals. There is no safety officer tracking program in place to monitor safety related items.   Documentation should contain at a minimum; 

(1) Date, time, location, and description of hazard 

(2) Risk assessment codes assigned by the safety officer 

(3) Recommended corrective action to control or eliminate hazard 

(4) Action taken to implement that correction 

(5) Verification and date hazard corrected/eliminated. REF: 

OPNAVINST 5100.19 SERIES, A0404D

Boat 2
       (2)  Damage Control

            (a)  (S)(ADA1) Hydrostatic testing has not been properly accomplished on the ships 1½” fire hoses. REF: MIP 6641/009 

SERIES MRC 36M-1

            (b)  (S)(B4I0) PMS is not being conducted correctly for the APC system installed on the submarine. The APC nozzle seal disk is damaged and the nozzle is not clear of grease.  Ship's personnel did not understand range guard system operation and maintenance. The fusible links and scissor assemblies are not clean. The fusible links do not have at least 3" of free travel between the cable tube and the ends of the link assembly. 

REF:(NSN 4210-01-024-1181, SEAL AND NSN 4210-01-061-5705, 

NOZZLE), MIP 5556/004 SERIES MRC M-2, S-4R, A-1, APL 640190005 &

T640190006, S9555-AR-MMO-010 REV. 1, SS100-AC-MMA-010/AUTO-MAN 

(TRIDENT)MIP 5556/004 SERIES MRC M-2, S-4R, S9555-AR-MMO-010 

REV. 1, SS100-AC-MMA-010/AUTO-MAN (TRIDENT)

       (4)  Electrical

            (a)  (S)(A1A0) There are electrical shock hazards due to unauthorized plastic fluorescent light starters in ship's berthing.  REF 101224z SEP 2007

       (5)  General Departmental

            (a)  (S)(R) (R1A0) The wardroom internal emergency escape hatch was frozen shut. The ERUL AFT Port vertical ladder hatch latch is deteriorated and EB green tape is being used to assist the latch operation. 4 of 5 ERLL flood control doors require gasket repair, latch repair or spring adjustment. 2 of 2 Maneuvering room door gaskets were deteriorated. REF: NAVSEA S9AA0-AB-GOS-010/GSO GENSPECS PARA 624, OPNAVINST 5100.19 SERIES, D0102A, and COMNAVSUBFORINST 5400.38/39/48 4301

       (6)  Mechanical
            (a)  (S)(G7A1) All of the ship's Pneumatic grease guns are not configured IAW submarine greasing manual. REF: 

NAVSEA T6350-AA-HBK-010 FIG 2-1

       (8)  Safety Officer

            (a)  (S) (B2B1) Flammable liquids are not stowed in a manner that minimizes fire hazards. Locker labels do not indicate the type of HM stowed within. AMR has oil saturated 

Chem Wipes in the HAZMAT locker, Torpedo room has drying paint in the Flammable locker with a 1 gallon can of oil. Secondary bottles are not properly labeled though out the ship.  REF: OPNAVINST 5100.19 SERIES, D1505A (4), D1503A 

Boat 3
       (2)  Damage Control

            (a)  (S)(R)  (ADA1) Not all of the 1½”, 2½” fire hoses including submersible pump discharge hose have been properly Hydrostatic tested. The fire hose gaskets and threads are not properly cleaned and lubricated.  The Vari-Nozzle gasket and threads are not cleaned and lubricated. Not all of the fire hoses have the hydrostatic test date stenciled on hoses or etched on the male coupling REF: MIP 6641/009 SERIES

MRC 36M-1

            (b)  (S)(B4I0) PMS is not being properly conducted for the APC system installed on the submarine. There is not at least 3" of free travel between the cable tube and the ends of the link assembly. This prevents the APC system from operating automatically as designed. The APC nozzles seal disks are damaged and the nozzles are not clear of grease.  The fusible links and scissor assemblies are not clean. The fusible links have not been replaced within the past 6 months. The N2 cylinder box cover is not sealed with single strand copper wire or plastic tamper seal. REF:(NSN 4210-01-024-1181, SEAL AND NSN 4210-01-061-5705, NOZZLE), MIP 5556/004 SERIES MRC M-2, S-4R, A-1, APL 640190005 & T640190006, S9555-AR-MMO-010 REV. 1, SS100-AC-MMA-

010/AUTO-MAN (TRIDENT)MIP 5556/004 SERIES MRC M-2, S-4R, S9555-

AR-MMO-010 REV. 1, SS100-AC-MMA-010/AUTO-MAN (TRIDENT)

       (3)  Deck

            (a)  (S)(A3K0) MIP 5832/014 Q-1 is not being conducted properly on all MK-1 auto-inflatable life jackets. No anti-sabotage compound installed on actuator nut, no battery expiration on fire fly distress markers, shipping string is still installed vice copper shear wire. REF: MIP 5832/014

       (4)  Electrical

            (a)  (S)(A1A0) There are potential electrical and or fire hazards due to unauthorized power cords rigged into bunk lighting in 21 man and aft crews berthing.

            (b)  (S)(A1A0) There are potential electrical hazards due to the unauthorized use of plastic starters for fluorescent lights installed in crews berthing. REF: 101224z SEP

2007

            (c)  (S)(A1A0) There are potential electrical shock hazards due to the construction of fan #6 and #7 control switches.  The controllers have different design than other ventilations fans and may shock personnel when operated. The voltage may vary with switch position. REF: 301514z JUL 2002, 

COMSUBPAC technical note 13-02

            (d)  (S)(A1A0) There is a potential electrical shock and fire hazards due a damage power cord for a drop light in AUX 

1 dry storage.

            (e)  (S)(A1A0)Electrical safety program is ineffective. Electrical safety checks on portable electrical equipment are sporadic. Electrical safety PMS checks are not being diligently tracked. Specifically, there is no EGL documentation for many items. REF: MIP 3000/029, NSTM 300, PARA 

300-2.7.5, Safety tag NSN 1H-0116-LF-051-0025, OPNAV INST 

5100.19E B0702

       (5)  General Departmental

            (a)  (S)(K5A0) The proper assembly of the ships ladders is noted as a consistent safety issue. 1. The Weapons Shipping hatch ladder frame holes are eroded due to consistent use of improper assembly and/or missing hardware. 2. The FWD escape trunk ladder old man was missing one assembly bolt and the other was installed loose. 3. The ERUL FWD PORT hatch has incorrect hardware on the old man handles. 4. The ERML FWD STBD hatch is missing all hardware on the old man handles. 

5. The ERML FWD PORT Ladder has incorrect mounting hardware.  6.

The latch for the ERUL FWD PORT hatch is worn and does not engage properly. 7. The ERML AFT Port to ERLL hatch latch is worn and deteriorated, requiring a weld build-up.  REF: COMNAVSUBFORINST 5400.38/39/48 4301 and OPNAVINST 5100.19 SERIES, D0102A

       (6)  Mechanical
            (a)  (S)(G4B0) Bench Grinder.  There is evidence that the bench grinder wheel has been used to grind non-ferrous metal. (build up of this material can cause imbalance and possible disintegration). The tool rest is missing for the wire wheel. There is a potential shock hazards due to a damaged light sockets. REF: OPNAVINST 5100.19 (SERIES) D0804 g.3.f

            (b)  (S)(G7A1)All of the ship's Pneumatic grease guns are not configured IAW submarine greasing manual. REF: 

NAVSEA T6350-AA-HBK-010 FIG 2-1

            (c)  (S)(R) (H1A0) The hydrostatic test of the steam jacket and discharge line has not been accomplished (36 MONTHS). The identification tag is not in place. The steam kettle relief valve does not have a date tested on the identification tag and the FWD steam kettle relief valve is damaged. REF: MIP 6520/015 SERIES

            (d)  (S)(R) (G2A0) Eye Protection. 1. Transparent, non-shatter eye shields that are mounted over the wheels of the bench grinder are damaged. 2. Face shields are not located in vicinity of grinder. 3. The point of operation guard (chip shield) is not installed on the drill press and lathe. 4. Vented goggles were in use for the battery wheel in place of chemical goggles.  REF: OPNAVINST 5100.19 (SERIES) D0804, GOV’T SOURCE – 

ROCKFORD SYSTEMS, IN. 1-800-922-7533 OR SALES@ROCKFORDSYSTEMS.COM

       (8)  Safety Officer

            (a)  (S)(B7F0)  Numerous atmosphere contaminates are not properly labeled with the required Atmosphere contaminant Tags. Asbestos-containing materials are not stored in double plastic bags or impermeable containers and labeled with standard asbestos warning labels. REF: SUB ATM CONTROL MANUAL ART 7-

3.3.B(B1D2) and OPNAVINST 5100.19 SERIES, B0104D(1)

            (b)  (S)(R) (A2A1) The Safety Officer has not attended the Submarine Safety Officer course (F-4J-0020) offered by SOHTRACEN or the Afloat Safety Officer course (A-4J-0020) offered by SWOS Newport RI and has not completed the online correspondence course (NAVEDTRA 14167). REF: OPNAVINST 5100.19 SERIES, A0502A (1) or (3), A0203C (14), A0503A

            (c)  (S)(A1O1) The Safety Officer Tracking and 

Administration programs do not meet the requirements of OPNAVINST 5100.19E.  The Safety Officer does not retain or maintain documentation of hazards identified through inspections, surveys, ZID hits, as reported by individuals or out side agents.  Documentation should contain at a minimum; 

(1) Date, time, location, and description of hazard 

(2) Risk assessment codes assigned by the safety officer 

(3) Recommended corrective action to control or eliminate hazard

(4) Action taken to implement that correction 

(5) Verification and date hazard corrected/eliminated. REF: 

OPNAVINST 5100.19 SERIES, A0404D

