Boat 1

DAMAGE CONTROL (ADA2) Hydrostatic testing has not been properly accomplished on the AMR, torpedo room and ERLL AFT fire hoses.  Creep marks are incomplete and no stenciling has been added. REF: MIP 6641/009 SERIES MRC 36M-1

Electrical (A1A0) There is an electrical shock hazard due to improperly routed extension cord in Aux Tank #1.  Corrected by the ship. REF: NSTM 300

General Departmental (K6A0) The FWD escape trunk ladder is tangled with a TV antenna cable.  This significant trip hazard was corrected by the ship. REF:  COMNAVSUBFORINST 5400.38 4301, 

COMNAVSUBFORINST 5400.39 4301

Mechanical (G7A1)The ship's only Pneumatic grease gun is not configured IAW submarine greasing manual. REF: NAVSEA

T6350-AA-HBK-010 FIG 2-1

Safety Officer Not all flammable liquids are stowed in a manner that minimizes fire hazards.  An oxidizer was stowed with flammable material and oil soaked Kim wipes are located in the bottom of the HAZMAT Locker creating a fire hazard.  REF: OPNAVINST 5100.19 SERIES, D1505A (4)
Boat 2
       (2)  Damage Control

            (a)  (S)(R) (B5I0)   Numerous AFFF cylinders are 

under/over charged with solution. The AFFF extinguisher weight 

is not being recorded correctly on the proper record tag.(27 LBS

9 OZS - 28 LBS 4 OZS).  The AFFF brackets do not contain all the

required rubber bumpers. Several AFFF extinguisher brackets are

not mounted properly. The scale to perform the AFFF PMS is 

broken and deficiencies cannot be fixed until new scale is 

calibrated and on board.  REF: MIP 6641/009 SERIES MRC Q-10R, A-

1R, R-48

            (b)  (S)(R) (B4I0) PMS is not being conducted for 

the APC system installed on the submarine. Ship's personnel do 

not understand range guard system operation and maintenance. 

There is not at least 3" of free travel between the cable tube 

and the ends of the link assembly preventing the system from 

operating automatically as designed. REF:(NSN 4210-01-024-1181, 

SEAL AND NSN 4210-01-061-5705, NOZZLE), MIP 5556/004 SERIES MRC 

M-2, S-4R, A-1, APL 640190005 & T640190006, S9555-AR-MMO-010 

REV. 1, SS100-AC-MMA-010/AUTO-MAN (TRIDENT)MIP 5556/004 SERIES 

MRC M-2, S-4R, S9555-AR-MMO-010 REV. 1, SS100-AC-MMA-010/AUTO-

MAN (TRIDENT)

            (c)  (S)(R) (B2A0) PMS is not being properly 

conducted IAW applicable MRC’S. Several CO2 extinguisher's horn 

are not the correct type, having exposed metal creating a 

potential shock hazard. (NSN 9G/4210-00-096-2668 hose and handle

assembly). The correct label band is not installed on several 

extinguishers. The PMS performed is not properly documented on 

the record tag. REF: MIP 6641/009 SERIES MRC Q-9R, 24M-4

            (d)  (S)(R) (B1B0) PKP extinguisher is not being 

properly accomplished. The PKP dry chemical is not at the proper

level. (3-5 inches from bottom of fill opening for 18 LB ANSUL,

5-8 inches from bottom of fill opening for 18 LB flag). Remove 

excess or add powder to obtain required level. There is not a 

light coat of silicone compound applied to the fill cap seat, 

and gaskets. The PKP fire extinguisher fill caps are not 

properly tightened (should be hand tight only).   The PKP 

brackets do not contain all rubber bumpers required. The PKP 

outside the YN Shack is missing the tamper seal. REF: MIP 

6641/009 SERIES MRC A-18R

            (e)  (S)(R) (ADA1) Hydrostatic testing PMS has not 

been properly accomplished on all 1½”, 2½” fire hoses including submersible pump discharge hose. The fire hose gaskets and 

threads are not properly cleaned and lubricated. Numerous fire 

hoses do not have the hydrostatic test date stenciled on hoses 

or etched on the male coupling.  REF: MIP 6641/009 SERIES MRC 

36M-1

       (5)  General Departmental

            (a)  (S)(I2A1) There are electrical or electronic 

shock hazards in personal bunks. Unapproved light fixture 

(outlet type) installed with improperly and unapproved splice. 

Correction in progress by E-division.  REF: OPNAV 5100.19 SERIES PARA B7 & D0503 and COMNAVSUBFORINST 5400.38/39/48 4309

       (6)  Mechanical

            (a)  (S)(R) (G2C0) The point of operation guard 

(chip shield) is not installed on the drill press and lathe. 

Face shields are not located in vicinity of grinder. REF: 

OPNAVINST 5100.19 (SERIES) D0804, GOV’T SOURCE – ROCKFORD 

SYSTEMS, IN. 1-800-922-7533 OR SALES@ROCKFORDSYSTEMS.COM.    

Non-skid strips and striped yellow and black tape are Damage on 

the deck in front of the lathe, drill press and bench grinder. 

(diamond tread does not satisfy requirement) REF: OPNAVINST 

5100.19 (SERIES) D0804, DECK STRIPS 9G 7220-00-205-0389, 

CHECKERBOARD YELLOW AND BLACK TAPE 9905-01-342-5934, STRIPED 

YELLOW AND BACK TAPE 9905-01-342-5933

       (8)  Safety Officer
            (a)  (S)(B2B1) Flammable liquids are not stowed in a manner that minimizes fire hazards. This is due to Chemwipes being placed in the bottom of hazmat lockers vice pig matting (Absorbent Pads). Not all flammables, hazardous materials, and chemicals are not appropriately labeled as to their hazards.

REF: OPNAVINST 5100.19 SERIES, D1505A (4)REF: OPNAVINST 5100.19 

SERIES, D1502E

BOAT 3
       (2)  Damage Control

            (a)  (S)(R) (B5G0)16 of the AFFF extinguishers on board are over due for hydrostatic testing and are required by PMS to be removed from service. The AFFF extinguisher PMS is not being correctly recorded on the proper record tag. The AFFF brackets do not contain all the required rubber bumpers. Several Engine Room AFFF extinguishers are not properly mounted.  The Scale to perform the AFFF PMS is not currently on board to verify the correct performance of the MRCs. REF: MIP 6641/009 SERIES MRC Q-10R, A-1R, R-48

            (b)  (S)(R) (B1B0)The PKP PMS is not being accomplished properly IAW MRCS. The PKP dry chemical is not at the proper level. (3-5 inches from bottom of fill opening for 18 LB ANSUL, 5-8 inches from bottom of fill opening for 18 LB flag) Remove excess or add powder to obtain required level. There is not a light coat of silicone compound applied to the fill cap seat, and gaskets. The PKP fire extinguisher fill caps are not properly tightened (should be hand tight only). The ERUL PKP extinguisher is not firmly latched in place with a brass pin. The correct ring pin is not in place for all PKP extinguishers. The PKP brackets do not contain all rubber bumpers required. The PKP record tags are not filled out properly IAW MRCS. REF: MIP 6641/009 SERIES MRC A-18R Training conducted with DCPO's and DCA's.

            (c)  (S)(R) (ADA1) Hydrostatic testing PMS has not been properly accomplished on all 1½”, 2½” fire hoses including submersible pump discharge hose. The fire hose gaskets and threads are not properly cleaned and lubricated. The ERML spare fire hose has galled threads and requires replacing. The Torpedo Room Vari nozzle is not in good operating condition. The Vari-Nozzle gasket and threads are not cleaned and lubricated. The fire hoses do not have the hydrostatic test date stenciled on hoses or etched on the male coupling.  REF: MIP 6641/009 SERIES MRC 36M-1

            (d)  (S)(R) (B2A0) PMS is not being conducted IAW applicable MRC’S. Numerous CO2 extinguisher's horn are not the correct type. (NSN 9G/4210-00-096-2668 hose and handle assembly). The correct label band is not installed on all extinguishers except plastisoled extinguishers. (NSN 9Q 9905-00-656-0875 band). The plastic tamper seal is not installed on all of the CO2 extinguishers. Several CO2 extinguisher valve handles are not straight, with rivets intact and not corroded (pin extrudes through handle and valve). REF: MIP 6641/009 SERIES MRC Q-9R, 24M-4

            (e)  (S)(R) (B2J0) Two plastisoled fire extinguishers are not available near the battery well. The ship does not currently have any operational Plastisoled CO2 fire extinguishers on board.  REF: SUBMARINE DAMAGE CONTROL BOOK SECT6 SSN 688 CLASS; SSBN 726 CLASS SSM, NSTM 555-33.2.6 & NSTM 223-11.2.1

       (3)  Deck

            (a)  (S)(R) MRC 5832/014 Q-1 is not being performed 

correctly on 7 of 8 MK-1 Commercial life jackets. MIP 5832/014 

Q-1. Anti-sabotage compound is not installed correctly on the 

auto-inflation actuator retainer nut of 7 of 8 MK-1 Commercial 

life vests . 2 - life vest found topside in conex box were actuated. REF: MIP 5832/012  R-2 Mk 5 Mod 0, MIP 5832/014  R-2 Assembled piece parts Mk 1 Models, and MIP 5832/014  R-4 Fully Assembled Mk 1 Commercial Models

       (4)  Electrical

            (a)  (S)(A1A0)Electrical shock hazards with the Bench Grinder due to damage bench lights. REF: NSTM 300.

            (b)  (S)(R) (A1A0)Electrical safety program is ineffective. Electrical safety checks on portable electrical equipment are sporadic. Electrical safety PMS checks are not being diligently tracked. Specifically, there is no EGL documentation for many items. REF: MIP 3000/029, NSTM 300, PARA 300-2.7.5, Safety tag NSN 1H-0116-LF-051-0025, OPNAV INST 5100.19E B0702

            (c)  (S)C3A0)Fire and electrical shock hazards due to un-approved multi-outlet power strips and power cords that are in use throughout the ship's crews berthing. REF: NSTM 300 

PARA 300-2.7.3.5, NSN 6150-01-362-7192

       (5)  General Departmental

            (a)  (S)(K1B0) There are trip hazards or sharp projections in the passageways or walkways. Unattended/unmarked deck removed for painting and preservation, trip/fall hazard.  

Engineroom signs were posted, but not at all access points.  AMR signs were not posted for unattended removed deck. REF: 

COMNAVSUBFORINST 5400.38/39/48 4301 and OPNAVINST 5100.19 

SERIES, D0102C(1), D0102D(6)

       (6)  Mechanical

            (a)  (S)(C1A0) Chlorate candles are not being stowed in areas that are free from oil and dirt contamination. REF: SUB ATMOSPHERE CONTROL MANUAL para. 5-2.4.2(a), NSTM 550-5.7

            (b)  (S)(R) (G2C0) The point of operation guard (chip shield) is not installed on the drill press and lathe and the transparent, non-shatter eye shields  mounted over the wheels of the bench grinder are damage. REF: OPNAVINST 5100.19 

(SERIES) D0804, GOV’T SOURCE – ROCKFORD SYSTEMS, IN. 1-800-922-

7533 OR SALES@ROCKFORDSYSTEMS.COM

       (8)  Safety Officer

            (a)  (S)(B2B1) Flammable liquids are not stowed in a manner that minimizes fire hazards. REF: OPNAVINST 5100.19 SERIES, D1505A (4) This is due to Chemwipes being placed in the bottom of hazmat lockers vice pig matting (Absorbent Pads). 

(B2A0) All flammables, hazardous materials, and chemicals are not appropriately labeled as to their hazards. REF: OPNAVINST 

5100.19 SERIES, D1502E

Boat 4
       (2)  Damage Control

            (a)  (S)(R)  The Scale for performing AFFF 

Extinguisher PMS is broken preventing the proper accomplishment 

of the MRCs.  The AFFF extinguisher weight is not being recorded correctly and on the proper record tag (27 LBS 9 OZS - 28 LBS 4 OZS). Several AFFF plastic tamper seals are not intact. (Lead Seal NSN 5340-00-292-0893; PLASTIC TAMPER SEAL NSN 5340-01-242-0583) The AFFF brackets do not contain all the required rubber bumpers. Several AFFF brackets are either broken or not properly mounted. REF: MIP 6641/009 SERIES MRC Q-10R, A-1R, R-48

            (b)  (S)(R) (B4I0)   PMS is not being conducted for 

the APC system. The APC nozzle seal disk is damaged.  The fusible links and scissor assemblies are not clean. The fusible links have not been replaced since 07/08 and are required to be replaced every six months. There is not at least 3" of free travel between the cable tube and the ends of the link assembly preventing the Range Guard from operating automatically as designed. The N2 cylinder box cover is not tamper sealed as required. The main APC bottle gauge cannot be read without the use of a mirror. REF:(NSN 4210-01-024-1181, SEAL AND NSN 4210-01-061-5705, NOZZLE), MIP 5556/004 SERIES MRC M-2, S-4R, A-1, APL 640190005 &  T640190006, S9555-AR-MMO-010 REV. 1, SS100-AC-MMA-010/AUTO-MAN (TRIDENT)MIP 5556/004 SERIES MRC M-2, S-4R, S9555-AR-MMO-010 REV. 1, SS100-AC-MMA-010/AUTO-MAN (TRIDENT)

            (c)  (S)(R) (B2A0) CO2 Fire Extinguisher PMS is not being conducted IAW applicable MRC’S. The scale to perform PMS is broken. Numerous CO2 extinguisher valve handles are not straight, with rivets intact and not corroded (pin extrudes through handle and valve). Numerous CO2 extinguisher's horn are not the correct type and extinguishers are missing label bands. Numerous CO2 extinguisher horns have exposed metal causing a possible shock hazard. (NSN 9G/4210-00-096-2668 hose and handle assembly) REF: MIP 6641/009 SERIES MRC Q-9R, 24M-4

            (d)  (S)(R) (B1B9) The Torpedo Room PKP fill cap 

does not have the required pressure relief ports. The scale to 

perform PKP PMS has expired calibration (due Sept 2008). Not all PKP extinguisher dry chemical is at the proper level. (3-5 inches from bottom of fill opening for 18 LB ANSUL, 5-8 inches from bottom of fill opening for 18 LB flag) Remove excess or add 

powder to obtain required level. There is not a light coat of 

silicone compound applied to the fill cap threads and gaskets. The PKP fire extinguisher fill caps are not properly tightened 

(should be hand tight only).  The correct ring pin is not in 

place for all PKP extinguishers. The PKP brackets do not contain

all rubber bumpers required. The Torpedo Room Aft PKP record tag is not the correct tag. REF: MIP 6641/009 SERIES MRC A-18R, MIL-E24091 REV C

       (3)  Deck

            (a)  (S)(A3K0) MRC 5832/014 Q-1 is not being 

performed correctly on all inherently buoyant life jackets. REF:

MIP 5832/014  Q-1

            (b)  (S)(R) (I2A0, I2A1, I2A2, I2A3) Inventory 

log is not being maintained for all SEIE escape suits and Valises. No written record for verification of the 186 required valises not exceeding their 10 year shelf life. No record for SEIE escape suits and life raft Valises rotation (forward/aft stowage) so as to reduce prolonged exposure to temperatures 

greater than 80F. REF: MIP 5940/005 A-1

            (c)  (S)(A8A0, A8B0, A8B1, A8C0) Topside life ring 

deteriorated at access point with new non-configured life rings 

below decks. Reflective tape is not attached at 90 degree spacing on both sides of life buoy rings. Ships name and hull 

number are not stenciled clearly in black block letters on the 

life buoy rings. Distress marker lights are improperly attached 

to life rings. REF: NSTM 077, Paragraph 077-2.6.2.2, MIP 5832/010  2W-1/M-1, NSTM 077, Figure 077-2-12, and NSTM 077, 

Paragraph 077-2.6.2.1.

       (4)  Electrical

            (a)  (S)(R) (B1H0) N-1 panel associated shock 

hazards have not been eliminated. (not all interlocks, insulator

screws, insulator bushings installed) REF: COMSUBLANT/COMSUBPAC

A&I N-3171 FOR 688 CLASS A&I TZ-0856 FOR 726 CLASS, INSULATOR 

SCREW NSN: 9G 5970-01-094-3317 INSULATOR BUSHING NSN: 9G 5970-

01-094-1582

            (b)  (S)C3A0) Fire and electrical shock hazards due 

to the use of unauthorized multi-outlet power strips and 

unauthorized extension cords in the crews berthing. REF: NSTM  

300 PARA 300-2.7.3.5, NSN 6150-01-362-7192

            (c)  (S)(A1A0) Electrical shock hazards throughout 

the crews berthing due to the use of unauthorized plastic 

fluorescent light starters. REF: 130058Z JUL 2007

            (d)  (S)(A1A0)Electrical safety program is 

ineffective. Electrical safety checks on portable electrical 

equipment are sporadic. Electrical safety PMS checks are not 

being diligently tracked. Specifically, there is no EGL 

documentation. REF: MIP 3000/029, NSTM 300, PARA 300-2.7.5, 

Safety tag NSN 1H-0116-LF-051-0025, OPNAV INST 5100.19E B0702

       (5)  General Departmental

            (a)  (S)(I2A1) There are electrical or electronic 

shock hazards in personal bunks. Unauthorized modification in 21

man berthing, surge suppressor was wired directly into junction 

box. REF: OPNAV 5100.19 SERIES PARA B7 & D0503 and 

COMNAVSUBFORINST 5400.38/39/48 4309

       (6)  Mechanical

            (a)  (S)(G7A1) Pneumatic grease guns are not configured IAW submarine greasing manual. REF: NAVSEA T6350-AA-

HBK-010 FIG 2-1

            (b)  (S)(C1A0) Chlorate candles are not being stowed

in areas that are free from oil and dirt contamination. REF: 

SUB ATMOSPHERE CONTROL MANUAL para. 5-2.4.2(a), NSTM 550-5.7

       (8)  Safety Officer

            (a)  (S)(R) HAZMAT(B2B1) Flammable liquids are not stowed in a manner that minimizes fire hazards. This is due to 

Chemwipes being placed in the bottom of hazmat lockers vice pig 

matting (Absorbent Pads) NSN: 4235-01-334-0984. REF: OPNAVINST 

5100.19 SERIES, D1505A (4)(B2A0) Not all flammables, hazardous 

materials, and chemicals are labeled as to their hazards. REF: 

OPNAVINST 5100.19 SERIES, D1502E

            (b)  (S)(R) (A7C0) The Traffic Safety Coordinator is

not designated in writing by the CO.  (C1A2) Command does not 

have an effective Traffic Safety Program.  Command is not 

conducting Traffic Safety training for personnel under age 26. 

REF: OPNAVINST 5100.12 SERIES, 6.K.2

            (c)  (S) (R) (A1M3) Safety hazard reports of “on the spot” corrections are not maintained by the Safety Officer for identification of similar hazards and trends. (A1U0) The Safety Council has not been meeting quarterly and maintaining minutes. Last meeting was Nov 2008. REF: OPNAVINST 

5100.19 SERIES, A0404A, A0203H

