
RECREATIONAL EVALUATION GUIDE

HOT TUBS - Updated 27 Jan 04

	A.
Requirements:
1.
Construction:

a.
Are hot tubs constructed and installed in-



accordance-with the following: Suggested



Health and Safety Guidelines for Public Spas 

and Hot Tubs, HHS-99-960; local regulations; 



or manufacturer's instructions?

    Ref:
NAVMED P-5010-4, 4-17

2.
Water Supply:

a.
Is the water for use in hot tubs obtained from potable water sources?

b.
To avoid cross-connection, is the water supply line installed with an air gap or back flow preventer?

c.
Where overflow is discharged to sewer, is an



airgap provided above possible flood and sewer backup levels?

    Ref:
NAVMED P-5010-4, 4-19

3.
Sanitary Facilities:

a.
Are sanitary facilities provided for use by



hot tub patrons?


b.
Are patrons required to shower prior to



entering the hot tub? (Note: lotions, and



deodorants will reduce the effectiveness of

the disinfectant and clog the filter.)

    Ref:
NAVMED P-5010-4, 4-20

4.
Filtration:

a.
Is the circulation equipment capable of



complete water turnover in 30 minutes?

b.
Is the water level maintained at all times by



filling or draining the hot tub according to



manufacturer's instruction?

    Ref:
NAVMED P-5010-4, 4-21

5.
Water Quality: 

a. Is the maximum temperature of hot tubs 104

   degrees F?


b.
At least weekly, is the hot tub water 


super-chlorinated to 10 ppm for 10 




hours?

c.
Does the chlorine level drop to 3 ppm before



use?



    Ref:
NAVMED P-5010-4, 4-22 a and b

6.
Is bacteriological testing done monthly?


Ref:
NAVMED P-5010-4, 4-23

7.
Cleaning:

a.
Is the hot tub water drained at least monthly?


b.
Are decks and railings kept clean and algae



free by brushing with a 50 ppm chlorine



solution as needed?

    Ref:
NAVMED P-5010-4, 4-24

8.  Is a sign placed in plain view upon


entering hot tub or deck area that cautions         patrons about safe use?



Ref:  NAVMED P-5010-4, 4-25 b.(1)(a)-(g)

B.
Recommendations:
1.
Is overflow water returned to the filter system 



or discharged to an approved waste system?


Ref:
NAVMED P-5010-4, 4-19

2.
Is soaking time limited to 20 minutes at 102 degrees F and 10 minutes at 104 degrees F?


Ref:
NAVMED P-5010-4, 4-22 a.

3.
Are temperature adjustments limited to



employees only?


Ref:
NAVMED P-5010-4, 4-22 a.
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