
RECREATIONAL EVALUATION GUIDE

CLUBS


	A.
Requirements:
1.
Are occupant loads calculated and posted?




└─┘ └─┘ └─┘ └─┘


Ref:
NFPA LSC 101, 12.1.7 and 13.1.7

2.
Are employees trained in the duties they are to
┌─┐ ┌─┐ ┌─┐ ┌─┐


perform in case of fire?
└─┘ └─┘ └─┘ └─┘


Ref:  NFPA LSC 101, 12.7.6.1 and 13.7.6.1

3.
Electrical


a.
Are unused openings in boxes, conduit bodies, raceways, cabinets, auxiliary gutters, equipment cases, cutout boxes, housings, and fittings properly closed?


Ref:
NFPA Std 70, 110-12, 370-18, 373-4


b.
Does each outlet box have a cover, faceplate, or fixture canopy and are they undamaged?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA Std 70, 370-25


c.
Are circuit breakers legibly marked to 
┌─┐ ┌─┐ ┌─┐ ┌─┐



indicate their purpose?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA Std 70, 110-22


d.
Are live electrical parts guarded against
┌─┐ ┌─┐ ┌─┐ ┌─┐



accidental contact?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA Std 70, 110-17


e.
Do all 125-volt, 15- and 20-ampere receptacles installed in bathrooms have GFCI protection?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA Std 70, 210-8 (b)(1)

f. Are flexible electrical cords routed so they do not go through holes in walls or ceilings?


Ref:
NFPA Std 70, 400-8

    g.
Is temporary electrical power (extension 
┌─┐ ┌─┐ ┌─┐ ┌─┐



cords) permitted for a period not to exceed 
└─┘ └─┘ └─┘ └─┘



90 days?


Ref:
NFPA Std 70, 305-3(b)

4.
Means of Egress


a.
Are aisles and passageways free of tripping
┌─┐ ┌─┐ ┌─┐ ┌─┐



hazards?
└─┘ └─┘ └─┘ └─┘


Ref:
29 CFR 1910.22(b)


b.
Are exit doors kept free of draperies and 
┌─┐ ┌─┐ ┌─┐ ┌─┐



other hangings?
└─┘ └─┘ └─┘ └─┘


c.
Is the direction of exit clear and not 
┌─┐ ┌─┐ ┌─┐ ┌─┐



confused by the use of mirrors on exit 
└─┘ └─┘ └─┘ └─┘



doors and areas adjacent to exits?


Ref:
NFPA LSC 101, 7.5.2.2


d.
Are exits adequately marked by exit signs?
┌─┐ ┌─┐ ┌─┐ ┌─┐


Ref:
NFPA LSC 101, 7.10.1.2


e.
Are exit signs adequately illuminated?
┌─┐ ┌─┐ ┌─┐ ┌─┐


Ref:
NFPA LSC 101, 7.10.5.1


f.
Are means of egress illuminated continuously
┌─┐ ┌─┐ ┌─┐ ┌─┐



during the time that the building is being
└─┘ └─┘ └─┘ └─┘



occupied?


Ref:
NFPA LSC 101, 7.8.1.2


g.
Is battery-powered emergency lighting 
┌─┐ ┌─┐ ┌─┐ ┌─┐



installed and operational?
└─┘ └─┘ └─┘ └─┘


Ref:
NFPA LSC 101, 7.9.2.4 and 7.9.3

    h.
If a flexible cord and plug-connection is 
┌─┐ ┌─┐ ┌─┐ ┌─┐



on used emergency lighting, is the cord 
└─┘ └─┘ └─┘ └─┘



three feet or less in length?


Ref:
NFPA Std 70, 701-11(f)

B.  Recommendations:

1.
Do all 125-volt, single phase, 15- and 20-ampere receptacles which serve counter top surfaces and are installed within 6 feet of a wet bar sink or kitchen sink, have GFCI protection?


Ref:
NFPA Std 70, 210-8 (a)(5)
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