	Maintenance SOP Checklist

	SOP FOR MAINTENANCE

APPENDIX H

 

AIRCRAFT SECURING CHECKLIST

THE PERSON TOWING THE AIRCRAFT IS RESPONSIBLE FOR ENSURING ALL

REQUIREMENTS LIST ON THIS SAFETY CHECKLIST

HAVE BEEN COMPLIED WITH.

 

TOW PERSON (PRINTED) :____________________ A/C:__________ DATE:________

COMPLETED PRIOR TO TOWING A/C INTO HANGAR

ORDNANACE

ALL ORDNANCE REMOVED

 

CAD'S REMOVED FROM EXTERNAL STORES

 

GUN DOWN LOADED (IF APPLICABLE)

 

POWERLINE

CIRCUIT BREAKERS PULLED (ALL WHITE ONES)

 

LANDING GEAR DOWN-LOCK PINS INSTALLED

 

TAIL HOOK UP-LOCK PINS INSTALLED

 

WING FOLD UP-LOCK PINS INSTALLED (IF WINGS ARE FOLDED)

 

CANOPY JETTISON HANDLE PIN INSTALLED

 

SAFER ARMED HANDLE IN THE UP "SAFE" POSITION

 

EJECTION CONTROL HANDLE PIN INSTALLED

 

COMPLETED AFTER TOWING A/C INTO HANGAR

DIVISION / WORK CENTER

WHEELS CHOCKED (ONE SET)

 

AIRCRAFT GROUNDED

 

HUD COVER

 

CANOPY COVER (IF APPLICABLE)

 

LASER DETECTOR COVERS (IF APPLICABLE)

 

TAILPIPE COVERS

 

AOA / PITOT / TOTAL TEMP COVERS

 

BLEED AIR EXIT DOOR / ENGINE BAY VENT COVERS

 

FUEL / AIR HEAT EXCHANGERS

 

COMPLETED BY TOW PERSON PRIOR TO TOWING A/C OUT OF HANGAR

ENSURE FIRE LIGHTS ARE 

NOT RECESSED
(BARBER POLED) 
 

THE PERSON TOWING THE AIRCRAFT OUT OF THE HANGAR WILL SIGN AND RETURN THIS FORM TO MAINTENANCE CONTROL IMMEDIATELY UPON REMOVING A/C FROM THE HANGAR.

TOW PERSON'S SIGNATURE:__________________________________________


