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 AIRCRAFT LAUNCH PROCESS 

EVALUATION SHEET
Reference (s): OPNAVINST 4790.2H, Vol. I, CH. 10, para. 10.2.20 & Vol. V, CH 15; Local/WING instruction; aircraft T/M/S MIM/NATOPS; NA 00-80T-105 and NA 00-80T-96.

Command: ____________     Survey Team Member: ____________________________      Date: ___________

PC: __________________________Aircraft side #: __________Event/Time:___________________________


	1
	Was all the appropriate paperwork signed before the A/C was release Safety for Flight (i.e. “A” sheet /DTA)? 
	YES
	NO
	NOB
	N/A

	2
	Did Maintenance Control brief the aircrew on the status of the aircraft? 
	YES
	NO
	NOB
	N/A

	3
	Are all personnel wearing the appropriate PPE and is it in good condition?  (Required PPE: Cranial(s) & Flight Deck boots)
	YES
	NO
	NOB
	N/A

	4
	Prior to the aircraft starting, has the following actions been performed:

	
	      a)     Has a visual walk-around been performed?
	YES
	NO
	NOB
	N/A

	
	      b)     Has a qualified duct diver inspected the intakes?
	YES
	NO
	NOB
	N/A

	
	c) Have all doors and panels been secured except those required for 

        starting the aircraft?
	YES
	NO
	NOB
	N/A

	
	      d)     Has the tow bar been removed from the aircraft?  
	YES
	NO
	NOB
	N/A

	
	e)   Has the aircraft been properly secured prior to the engines being 

        started?
	YES
	NO
	NOB
	N/A

	
	      f)     Are all movable surfaces on the aircraft free of obstacles?
	YES
	NO
	NOB
	N/A

	
	g) Are personnel wearing excessive amounts of jewelry on the flight line  

         and around A/C?
	YES
	NO
	NOB
	N/A

	5
	Is the Plane Captain in view of the cockpit and have control of the A/C?  
	YES
	NO
	NOB
	N/A

	6
	Is all required ground support equipment on hand to launch the aircraft with qualified operators?  
	YES
	NO
	NOB
	N/A

	7
	Is there a Maintenance/Flight Line Coordinator present in direct communication with Maintenance Control?
	YES
	NO
	NOB
	N/A

	8
	Are safety observers present when maintenance personnel/final checkers are performing inspections on movable surfaces and has the PC given the “all clear” signal to the aircrew?  
	YES
	NO
	NOB
	N/A

	9
	Is the appropriate engine being secured when panel’s forward of the intake need to be opened for maintenance?
	YES
	NO
	NOB
	N/A

	10
	Are Q/A, Final Checkers, as well as all launch personnel, conducting a final tool pouch/box inventory prior to the aircraft taxiing from the line?
	YES
	NO
	NOB
	N/A


OVERALL EVALUATION:







      SAT        UNSAT
COMMENTS: _____________________________________________________________________________
