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FM COMNAVSEASYSCOM WASHINGTON DC//03M//

TO COMNAVSURFLANT NORFOLK VA//N434/N43//

COMNAVSURFPAC SAN DIEGO CA//N431/N43//

INFO CINCLANTFLT NORFOLK VA//N43//

CINCPACFLT PEARL HARBOR HI//N43//

COMNAVAIRLANT NORFOLK VA//N43//

COMNAVAIRPAC SAN DIEGO CA//N43//

NAVSHIPYD LONG BEACH CA//242/130//

NAVSHIPYD NORFOLK VA//242/130//

NAVSHIPYD PEARL HARBOR HI//242/130//

NAVSHIPYD PHILADELPHIA PA//242/130//

NAVSHIPYD PORTSMOUTH NH//242/130//

NAVSHIPYD PUGET SOUND WA//242/130//

SUPSHIP BATH ME//230//

SUPSHIP CHARLESTON SC//230//

SUPSHIP GROTON CT//230//

SUPSHIP JACKSONVILLE FL//230//

SUPSHIP LONG BEACH CA//230//

SUPSHIP NEW ORLEANS LA//230//

SUPSHIP NEWPORT NEWS VA//230//

SUPSHIP PASCAGOULA MS//230//

SUPSHIP PORTSMOUTH VA//230//

SUPSHIP SAN DIEGO CA//230//

SUPSHIP SAN FRANCISCO CA//230//

SUPSHIP STURGEON BAY WI//230//

COMNAVSAFECEN NORFOLK VA//02/30/35//

COMDT COGARD WASHINGTON DC//JJJ//

NRL WASHINGTON DC//6120/6310//

NRL MCF KEY WEST FL//6316//

FISC JACKSONVILLE FL//100//

FISC NORFOLK VA//100//

FISC OAKLAND CA//100//

FISC PEARL HARBOR HI//100//

FISC PUGET SOUND WA//100//

FISC SAN DIEGO CA//100//

FISC YOKOSUKA JA//100//

FISC DET LONG BEACH CA//100//

NAVSURFWARCEN SHIPSYSENGSTA PHILADELPHIA PA//624//

NAVICP MECHANICSBURG PA//05//

GSA FSS PAINT CHEM COMMODITY CENTER AUBURN WA//09/00//

COMNAVSEASYSCOM WASHINGTON DC//03M/PMS335/PMS400//

UNCLAS  //N09631//

MSGID/GENADMIN/COMNAVSEASYSCOM 03M1//

SUBJ/SHIP EXTERIOR PAINT SCHEMES//

REF/A/MAN/COMNAVSEASYSCOM/30SEP92/‑//

AMPN/REF A IS NAVAL SHIPS' TECHNICAL MANUAL CAMOUFLAGE MANUAL FOR

SURFACE SHIP CONCEALMENT.//

POC/B. HOLMES/CIV/NAVSEA 03M/LOC: WASHINGTON DC/TEL:703‑602‑0214 X123/TEL:DSN 332‑0214 X123//

RMKS/1.  THE GOAL OF THE VISUAL CAMOUFLAGE OF SURFACE SHIPS IS TO REDUCE THE PROBABILITY AND DISTANCE OF DETECTION, CLASSIFICATION AND TARGETING OF SURFACE SHIPS BY ENEMY SUBSURFACE, SURFACE, AIRBORNE AND SPACE PLATFORMS.  THE CURRENT VISUAL CAMOUFLAGE PAINT SCHEMES REDUCE THE AVERAGE CONTRAST OF THE SHIP TO THE HORIZON BY THE USE OF OVERALL GRAY APPEARANCE.  THIS INCLUDES THE ELIMINATION OF AS MUCH BLACK AND WHITE PAINT AS POSSIBLE.

2.  IN REF A, THE CAMOUFLAGE PAINT SCHEMES FOR SURFACE SHIPS DIRECTED THE USE OF BLACK SILICONE ALKYD ENAMEL, MIL‑PRF‑24635, FED‑STD‑595 COLOR 27038, ON HIGH TEMPERATURE STACKS UNTIL A SUITABLE HAZE GRAY HIGH TEMPERATURE PAINT BECAME AVAILABLE.

3.  NAVSEA HAS IDENTIFIED AMERCOAT 892HS BY AMERON PROTECTIVE COATINGS AS A SUITABLE HAZE GRAY PAINT WHICH IS COLOR STABLE AT HIGH TEMPERATURES AND WHICH CAN BE APPLIED WITH STANDARD SURFACE PREPARATION.

4.  SURFACE PREPARATION REQUIREMENTS FOR STEEL OR STAINLESS STEEL ARE AT MINIMUM SSPC‑SP‑6 BUT PREFERABLY SSPC‑SP‑10 WITH A SURFACE PROFILE OF AT LEAST 1 (ONE) MIL.  ON A CLEAN PREPARED SURFACE, APPLY 1 (ONE) COAT OF AMERCOAT 892HS AT 2 ‑ 3 MILS DFT USING AIRLESS OR CONVENTIONAL SPRAY EQUIPMENT.  THIS PRODUCT IS RECOMMENDED FOR OPERATING TEMPERATURE UP TO 1000 F.

5.  FOR INFORMATION ON THE NEAREST DISTRIBUTOR, CONTACT MR. JERRY BEELER, AMERON MARINE COATINGS DIVISION (GOVERNMENT SALES), 201 NORTH BERRY STREET, BREA, CA AT 714‑529‑1951 X373.//

BT 

