Database coding of severe hazards is current through May 02, coding of routine hazards is current through Jul 03.
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(Summaries are for events in which the count aircraft met the criteria.)        

Severity: 2 FM                               Time: 15:20     

Reference: VT-9 260800MAY00

    Acft:   T002C   Count: Y  Destroyed: N   Major Command: CNATRA

    Custodian: VT-9                          Fatalities: 0  Buno: 159157

Location: MERIDIAN

Summary:  TOW BANNER AND 950 FT OF CABLE SEPARATED FROM AIRCRAFT IN FLIGHT

Severity: 2 FM                               Time: 08:45     

Reference: VT-9 181617OCT01

    Acft:   T002C   Count: Y  Destroyed: N   Major Command: CNATRA

    Custodian: COMTRAWING-1                  Fatalities: 0  Buno: 156719

Location: MERIDIAN

Summary:  ENG FLAMED OUT INFLIGHT DUE TO FUEL LEAK.

Severity: 2 FM                               Time: 14:30     

Reference: COMTRAWING-1 061400DEC00

    Acft:   T002C   Count: Y  Destroyed: N   Major Command: CNATRA

    Custodian: COMTRAWING-1                  Fatalities: 0  Buno: 157058

Location: MERIDIAN

Summary:  ENGINE FLAMED OUT IN AERIAL GUNNERY PATTERN.

Severity: 2 FM                               Time: 14:30     

Reference: VT-9 091617OCT01

    Acft:   T002C   Count: Y  Destroyed: N   Major Command: CNATRA

    Custodian: VT-9                          Fatalities: 0  Buno: 157058

Location: MERIDIAN NAS

Summary:  ENGINE FLAMED OUT IN AERIAL GUNNERY PATTERN.

Severity: 2 FM                               Time: 09:00     

Reference: VT-86 141000FEB01

    Acft:   T002C   Count: Y  Destroyed: N   Major Command: CNATRA

    Custodian: VT-86                         Fatalities: 0  Buno: 159165

Location: PENSACOLA NAS

Summary:  FORWARD WINDSCREEN SHATTERED IN FLIGHT.

