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AIRCRAFT JACKING PROCESS

EVALUATION SHEET 

Reference (s): NAVAIR 00-80T-96, NAVAIR 19-70-46, NAVAIR 19-600-135-6-1

and Applicable MIMs.

Command: ____________     Survey Team Member: ____________________________      Date: ___________

Work Center: _______          Aircraft side #: __________        Squadron Rep:___________________________


	1
	Has Maintenance Control tagged the aircraft status board and advised all squadron personnel that the aircraft is about to be placed on jacks?  
	YES
	NO
	NOB
	N/A

	2
	Are personnel familiar with jacking restrictions outlined in the MIMs such as gross weight, configuration, stress panel installation, and circuit breaker position?
	YES
	NO
	NOB
	N/A

	3
	Is the aircraft correctly configured for jacking?
	YES
	NO
	NOB
	N/A

	4
	Are enough people used IAW the MIMs for the jacking operation? 

(a) Two persons per jack

(b) Director

(c) Safety observer (QA)
	YES
	NO
	NOB
	N/A

	5
	Has the jack crew been fully briefed on control procedures and signals to be used during the operation?
	YES
	NO
	NOB
	N/A

	6
	Does everyone clearly know who is in charge and responsible for the jacking operation?  
	YES
	NO
	NOB
	N/A

	7
	Has a pre-operational inspection been conducted on all jacks and SE? Is the jack test date valid and current?
	YES
	NO
	NOB
	N/A

	8
	Is the aircraft jacking area roped off and warning signs or flags posted?
	YES
	NO
	NOB
	N/A

	9
	Are stanchions or part of the aircraft used to hold the safety rope?
	YES
	NO
	NOB
	N/A

	10
	Are aircraft tie-down chains properly utilized?

(a) Hangar doors open

(b) High winds

(c) Outside on flight line

(d) Aboard ship
	YES
	NO
	NOB
	N/A

	11
	Has Hangar Deck Control been notified and a representative present?
	YES
	NO
	NOB
	N/A

	12
	Has Flight Deck Control been notified and permission given from the bridge prior to jacking?
	YES
	NO
	NOB
	N/A


OVERALL EVALUATION:
    






      SAT        UNSAT
COMMENTS:        






