[image: image1.png]


 HYDRAULIC COMPONENT TESTING (O-LEVEL)

PROCESS EVALUATION SHEET
Reference (s): NA 01-1A-17; OPNAVINST 4790.2H, VOL. V, CH. 13, applicable MIMs and NA17-15E-52

Command: ____________     Survey Team Member: ____________________________      Date: ___________

Component: ______________________________________________________        Aircraft Side #:_________ 

                     Technician:___________________________       Work Center: ________

	1
	Is the MIMs being used during hydraulic component removal, installation and testing?
	YES
	NO
	NOB
	N/A

	2
	Are the appropriate type caps & plugs being utilized to secure open hydraulic lines on A/C and protect removed components from contamination? (plastic & aluminum caps and plugs will not be used on aircraft!)
	YES
	NO
	NOB
	N/A

	3
	Has the aircraft been tagged or warning signs posted to alert personnel to “No Hydraulic Power – Removed components?”
	YES
	NO
	NOB
	N/A

	4
	Does the Maintenance Control aircraft status board reflect the same?
	YES
	NO
	NOB
	N/A

	5
	Has a proper tool inventory been conducted prior to performing operational checkout?
	YES
	NO
	NOB
	N/A

	6
	Is there a qualified CDI/QAR present during the operational checkout?
	YES
	NO
	NOB
	N/A

	6
	Was a hydraulic sample taken from the affected aircraft hydraulic system following a successful operational checkout?
	YES
	NO
	NOB
	N/A


OVERALL EVALUATION:







      SAT        UNSAT
COMMENTS: _____________________________________________________________________________
